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(1.2 INTRODUCTION

IMPORTANT

Please read these operating and safety instructions
carefully and completely.

For your own safety, if you are uncertain about any
aspect of using this equipment please access the relevant
Technical Helpline, the number of which can be found on
the Evolution Power Tools website. We operate several
Helplines throughout our worldwide organization, but
Technical help is also available from your supplier.

(1. CONTACT:

Web: www.evolutionpowertools.com

UK/EU/AUS: customer.services@evolutionpowertools.com
USA: evolutioninfo@evolutionpowertools.com

(1.) WARRANTY

Congratulations on your purchase of an Evolution Power
Tools Machine. Please complete your product registration
‘online’as explained in the registration leaflet included
with this machine. This will enable you to validate your
machine’s warranty period via Evolutions website by
entering your details and thus ensure prompt service if
ever needed.

We sincerely thank you for selecting
a product from Evolution Power Tools.

T T [ [ [ [ [ |
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SPECIFICATIONS
USA
MACHINE SPECIFICATIONS R165CCSL R185CCS R185CCSX R185CCSX+

Model No: 026-0004 027-0004 027-0004C 027-0004A
Motor EU (220-240V ~ 50 Hz)

Motor UK (110V ~ 50 Hz)

Motor USA (120V ~ 60 Hz) 10A 15A 15A 15A

No-Load Speed (220-240v)

No-Load Speed (110v & 120v)

3900 min™/rpm

3700 min'/rpm

3700 min/rpm

3700 min™/rpm

Sound Pressure Level L

92,4dB(A) K:3dB(A)

94,3dB(A) K=3 dB(A)

94,3dB(A) K=3 dB(A)

Weight 951b 1081b 11.21b 11.21b

Max. Blade Bevel Angle (Degrees) 45° 60° 45° 45°

Power Cable Length 10ft 13ft 13ft 13ft

Circular Saw Base Type Pressed Steel Cast Aluminum Cast Aluminum Cast Aluminum
Cutting Track Compatible v v
CUTTING CAPACITIES R165CCSL R185CCS R185CCSX R185CCSX+
Mild Steel Plate (Max. Thickness) 1/8" 1/4" 1/4" /4"

Mild Steel Box Section (Max. Wall) 1/8" 1/4" /4" /4"

Max. Cutting Thickness (0°) 2-3/32" 2-1/2" 2-1/2"(2-5/16"w/Track) | 2-1/2"(2-5/16"w/Track)
Max. Cutting Thickness (45°) 1-11/32" 1-9/16" 1-13/16"(1-5/8"w/Track) | 1-13/16"(1-5/8"w/Track)
Max. Cutting Thickness (60°) 1”

BLADE SPECIFICATIONS R165CCSL R185CCS R185CCSX R185CCSX+
Blade Diameter ?6-1/2" @7-1/4" @7-1/4" @7-1/4"
Number of Teeth 14 20 16 20

Bore Diameter 25/32" 25/32" 25/32" 25/32"

Kerf 1.7mm 1.7mm 1.7mm 1.7mm

NOISE & VIBRATION DATA R165CCSL R185CCS R185CCSX R185CCSX+

94,3dB(A) K=3 dB(A)

Sound Power Level L |

103,4dB(A) K:3dB(A)

105,3dB(A) K=3 dB(A)

105,3dB(A) K=3 dB(A)

105,3dB(A) K=3 dB(A)

Vibration - Main Handle (Sawing Wood)

a,= 2,747m/s?

Am«: 3,347m/s?

a,= 3,347m/s?

a, = 3,347m/s?

Vibration - Auxiliary Handle (Sawing Wood)

a = 2,619m/s?

A,=3119m/s

a,,= 3,119m/s?

a = 3,119m/s?

Vibration - Main Handle (Sawing Metal)

a,= 2,302m/s?

A= 3,572m/s?

A= 3,572m/s?

N 3,572m/s?

Vibration - Auxiliary Handle (Sawing Metal)

au= 2,239m/s?

A= 3,241m/s?

a,=3241 m/s?

au= 3,241m/s?

Uncertainty K

1,5m/s?

1,5m/s?

1,5m/s?

1,5m/s?

ITEMS SUPPLIED
Multi-Material TCT Blade

R165CCSL

R185CCS

R185CCSX

R185CCSX+

Hex Key (Blade Change)

Parallel Edge Guide

Dust Port Adapter

Dust Hose Connector

ANANASAYAN

ANAYASAYAS

ANANASAYAN

Carry Case

ANANANASANAS

Cutting Track - 340mm (13-3/8") x3

Connector Bar & Screws (x4)

AYAY

LED Light

<

<
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UK/EU/AUS
R165CCSL R185CCS R185CCSX R185CCSX+
026-0001 / 026-0002 / 027-0001C/ 027-0001/ 027-0001A/
026-0003 027-0002C / 027-0003C 027-0002 / 027-0003 027-0002A / 027-0003A
1200W 1600W 1600W 1600W
1200W 1600W 1600W 1600W

3700 min/ rpm

3900 min/rpm

3900 min/ rpm

3900 min™'/ rpm

3700 min/ rpm

3700 min/rpm

3700 min/ rpm

3700 min™'/ rpm

4.3kg 49kg 5.1kg 5.1kg
45° 60° 45° 45°
3m 3m 3m 4m

Pressed Steel

Cast Aluminium

Cast Aluminium

Cast Aluminium

v v
R165CCSL R185CCS R185CCSX R185CCSX+
3mm 6mm 3mm 6mm
3mm 6mm 3mm 6mm
53mm 64mm 64mm (59mm w/Track) 64mm (59mm w/Track)
34mm 40mm 47mm (42mm w/Track) 47mm (42mm w/Track)
24mm
R165CCSL R185CCS R185CCSX R185CCSX+
@ 165mm @ 185mm @ 185mm @ 185mm
14 20 16 20
20mm 20mm 20mm 20mm
1.7mm 1.7mm 1.7mm 1.7mm
R165CCSL R185CCS R185CCSX R185CCSX+

92,4dB(A) K:3dB(A)

94,3dB(A) K=3 dB(A)

94,3dB(A) K=3 dB(A)

94,3dB(A) K=3 dB(A)

103,4dB(A) K:3dB(A)

105,3dB(A) K=3 dB(A)

105,3dB(A) K=3 dB(A)

105,3dB(A) K=3 dB(A)

a,= 2,747m/s?

a.= 3,347m/s?

a,.= 3,347m/s?

a,= 3,347m/s?

a, =2619m/s?

a,,=3,119m/s?

a, =3,119m/s?

a, =3119m/s?

a, = 2,302m/s?

a, = 3,572m/s?

a, = 3,572m/s?

a, = 3,572m/s?

a, = 2,239m/s?

a, = 3241m/s?

a, = 3.241m/s?

a, = 3,241m/s?

1,5m/s* 1,5m/s* 1,5m/s? 1,5m/s?
R165CCSL R185CCS R185CCSX R185CCSX+

v v v v
v v v v
v v v v
v v v v
v v v v
v

v

v
v
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VIBRATION

Note: The vibration measurement
was made under standard conditions in
accordance with: EN 62841-1: 2015,
EN 62841-2-5:2014

Warning: Wear hearing protection!

The declared vibration total value has been
measured in accordance with a standard test
method and may be used for comparing one
tool with another.

The declared vibration total value may also be
used in a preliminary assessment of exposure.

WARNING: When using this machine
the operator can be exposed to high levels of
vibration transmitted to the hand and arm.
Itis possible that the operator could develop
“Vibration white finger disease” (Raynaud
syndrome). This condition can reduce the
sensitivity of the hand to temperature as
well as producing general numbness.
Prolonged or regular users of this machine
should monitor the condition of their hands
and fingers closely. If any of the symptoms
become evident, seek immediate
medical advice.

« The measurement and assessment of
human exposure to hand-transmitted
vibration in the workplace is given in:

EN 62841-1 and EN 62841-2-5

« Many factors can influence the actual
vibration level during operation e.g. the
work surfaces condition and orientation
and the type and condition of the machine
being used. Before each use, such factors
should be assessed, and where possible
appropriate working practices adopted.
Managing these factors can help reduce
the effects of vibration:

Handling

« Handle the machine with care,
allowing the machine to do the work.

« Avoid using excessive physical effort on any
of the machines controls.

« Consider your security and stability, and the
orientation of the machine during use.

Work Surface
« Consider the work surface material;

its condition, density, strength,
rigidity and orientation.

WARNING: The vibration emission during
actual use of the power tool can differ from
the declared total value depending on the
ways in which the tool is used.

The need to identify safety measures

and to protect the operator are based on

an estimation of exposure in the actual
conditions of use (taking account of all parts
of the operating cycle, such as the times the
tool is switched off, when it is running idle,
in addition to trigger time).

LABELS & SYMBOLS
WARNING: Do not operate this machine
if warning and/or instruction labels are
missing or damaged. Contact Evolution
Power Tools for replacement labels.

Note: All or some of the following symbols
may appear in the manual or on the product.

Symbol Description

\ Volts

A Amperes

Hz Hertz
Min”/RPM Speed

~ Alternating Current

no No Load Speed

Wear Safety Goggles

Wear Ear Protection

Wear Dust Protection

Read Instructions

®OOO®
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@ Double Insulated

c € CE Certification

¢ €'|'b us ETL Certification

Intertek
K Waste Electrical &
|

Electronic Equipment

2 2 Triman - Waste Collection
Q‘ & Recycling

A Warning

(RCM) Regulatory Compliance Mark
for electrical and electronic equipment.

5490 Australian/New Zealand Standard

INTENDED USE
OF THIS POWER TOOL
WARNING: This product is a Hand Operated
Circular Saw and has been designed to be
used with special Evolution blades. Only use
accessories designed for use in this machine
and/or those recommended specifically
by Evolution Power Tools Ltd.

When fitted with an appropriate blade
this machine can be used to cut:
Mild Steel, Aluminium, Wood

Note: Cutting galvanised steel may reduce
blade life.

PROHIBITED USE
OF THIS POWER TOOL
WARNING: This product is a Hand Operated
Circular Saw and must only be used as such.
It must not be modified in any way, or used to
power any other equipment or drive any other
accessories other than those mentioned in this
Instruction Manual.

WARNING: This machine is not intended
for use by persons (including children) with
reduced physical, sensory

or mental capabilities, or lack of experience
and knowledge, unless they have been given
supervision or instruction concerning the safe
use of the machine by a person responsible
for their safety and who is competent

in its safe use.

Children should be supervised to ensure
that they do not have access to, and are
not allowed to play with, this machine.

ELECTRICAL SAFETY
This machine is fitted with the correct
moulded plug and mains lead for the
designated market. If the supply cord is
damaged, it must be replaced by a special
cord or assembly available from the
manufacturers or its service agent.

OUTDOOR USE
WARNING: For your protection if this tool is to
be used outdoors it should not be exposed to
rain, or used in damp locations. Do not place
the tool on damp surfaces. Use a clean, dry
workbench if available. For added protection
use a residual current device (R.C.D.) that will
interrupt the supply if the leakage current to
earth exceeds 30mA for 30ms. Always check
the operation of the residual current device
(R.C.D.) before using the machine.

If an extension cable is required it must be a
suitable type for use outdoors and so labelled.
The manufacturers instructions should be
followed when using an extension cable.

GENERAL SAFETY
INSTRUCTIONS
(These General Power Tool Safety Instructions
are as specified in EN 62841-1: 2015).

WARNING: Read all safety warnings and
instructions. Failure to follow the warnings
and instructions may result in electric shock,
fire and/ or serious injury.

Save all warnings and instructions for

future reference. The term “power tool”in
the warnings refers to your mains-operated
(corded) power tool or battery-operated
(cordless) power tool.
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1) General Power Tool
Safety Warnings [Work area safety]
a) Keep work area clean and well lit.
Cluttered or dark areas invite accidents.
b) Do not operate power tools in explosive
atmospheres, such as in the presence of
flammable liquids, gasses or dust. Power
tools create sparks which may ignite the
dust or fumes.
c) Keep children and bystanders away while
operating power tool. Distractions can cause
you to lose control.

2) General Power Tool Safety Warnings
[Electrical Safety]
a) Power tool plugs must match the outlet.
Never modify the plug in any way. Do
not use any adapter plugs with earthed
(grounded) power tools. Unmodified plugs
and matching outlets will reduce risk of
electric shock.
b) Avoid body contact with earthed or
grounded surfaces, such as pipes, radiators,
ranges and refrigerators. There is an
increased risk of electric shock if your body is
earthed or grounded.
c) Do not expose power tools to rain or wet
conditions. Water entering a power tool will
increase the risk of electric shock.
d) Do not abuse the cord. Never use the cord
for carrying, pulling or unplugging the power
tool. Keep cord away from heat, oil, sharp
edges or moving parts. Damaged or entangled
cords increase the risk of electric shock.
e) When operating a power tool outdoors,
use an extension cord suitable for outdoor
use. Use of a cord suitable for outdoor use
reduces the risk of electric shock.
f) If operating a power tool in a damp
location is unavoidable, use a residual
current device (RCD) protected supply.
Use of an RCD reduces the risk of
electric shock.
Note: The product is intended for use
only in premises having a service current
capacity=100A per phase, supplied from a
distribution network having a nominal voltage
of 230V. If required, contact the electricity
company to ensure that the mains current
carrying capacity at the connection point
to the public power grid is adequate for
connecting the product.

3) General Power Tool Safety Warnings
[Personal Safety].
a) Stay alert, watch what you are doing and
use common sense when operating a power
tool. Do not use a power tool while you are
tired or under the influence of drugs, alcohol
or medication. A moment of inattention while
operating power tools may result in serious
personal injury.
b) Use personal protective equipment.
Always wear eye protection. Protective
equipment such as dust masks, non-skid safety
shoes, hard hat or hearing protection used
for appropriate conditions will reduce
personal injuries.
) Prevent unintentional starting. Ensure the
switch is in the off-position before connecting
to power source and or battery pack, picking
up or carrying the tool. Carrying power tools
with your finger on the switch or energising the
power tools that have the switch on
invites accidents.
d) Remove any adjusting key or wrench
from blade bolt before turning the power
tool on. A wrench or key left attached to a
rotating part of a power tool may result in
personal injury.
e) Do not overreach. Keep proper footing and
balance at all times. This enables better control
of the power tool in unexpected situations.
f) Dress properly. Do not wear loose clothing
or jewellery. Keep your hair, clothing and gloves
away from moving parts. Loose clothes, jewellery
or long hair can be caught in moving parts.
g) If devices are provided for the connection
of dust extraction and collection facilities,
ensure that these are connected and
properly used. Use of dust collection can
reduce dust-related hazards.
h) Do not let familiarity gained from
frequent use of tools allow you to become
complacent and ignore tool safety
principles. A careless action can cause severe
injury within a fraction of a second.

4) General Power Tool Safety Warnings
[Power tool use and care].
a) Do not force the power tool. Use the
correct power tool for your application. The
correct power tool will do the job better and
safer at a rate for which it was designed.
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b) Do not use the power tool if the switch
does not turn it on or off. Any power tool
that cannot be controlled with the switch

is dangerous and must be repaired.

c) Disconnect the power tool from the
power source from the power tool before
making any adjustments, changing
accessories, or storing power tools. Such
preventative safety measures reduce the risk
of starting the power

tool accidentally.

d) Store idle power tools out of the reach
of children and do not allow persons
unfamiliar with the power tool or these
instructions to operate the power tool.
Power tools are dangerous in the hands of
untrained users.

e) Maintain power tools. Check for
misalignment or binding of moving parts,
breakage of moving parts and any other
condition that may affect the power tools
operation. If damaged, have the power tool
repaired before use. Many accidents are
caused by poorly maintained power tools.
f) Keep cutting tools sharp and clean.
Properly maintained cutting tools with
sharp cutting edges are less likely to bind
and are easier to control.

g) Use the power tool, accessories and
tool bits etc. in accordance with these
instructions, taking into account the
working conditions and the work to

be performed. Use of the power tool for
operations different from those intended
could result in a hazardous situation.

h) Keep handles and grasping surfaces dry,
clean and free from oil and grease. Slippery
handles and grasping surfaces do not allow
for safe handling and control of the tool in
unexpected situations.

5) General Power Tool
Safety Warnings [Service]
a) Have your power tool serviced by a
qualified repair person using only identical
replacement parts. This will ensure that the
safety of the power tool is maintained.

HEALTH ADVICE
WARNING: When using this machine,
dust particles may be produced. In some
instances, depending on the materials you
are working with, this dust can be particularly
harmful. If you suspect that paint on the
surface of material you wish to cut contains
lead, seek professional advice. Lead based
paints should only be removed by
a professional and you should not
attempt to remove it yourself.
Once the dust has been deposited on
surfaces, hand to mouth contact can result
in the ingestion of lead. Exposure to even
low levels of lead can cause irreversible brain
and nervous system damage. The young and
unborn children are particularly vulnerable.
You are advised to consider the risks
associated with the materials you are working
with and to reduce the risk of exposure.

As some materials can produce dust that may
be hazardous to your health, we recommend
the use of an approved face mask with
replaceable filters when using this machine.
You should always:
+ Work in a well-ventilated area.
Work with approved safety equipment, such
as dust masks that are specially designed to
filter microscopic particles.

WARNING: the operation of any power
tool can result in foreign objects being thrown
towards your eyes, which could result in
severe eye damage. Before beginning power
tool operation, always wear safety goggles
or safety glasses with side shield or a full face
shield where necessary.

SAFETY INSTRUCTIONS FOR ALL SAWS
[Cutting procedures]

a) DANGER: Keep hands away from cutting
area and the blade. Keep your second
hand on auxiliary handle, or motor
housing. If both hands are holding the saw,
they cannot be cut by the blade.

b) Do not reach underneath the workpiece.
The guard cannot protect you from the blade
below the workpiece.

c) Adjust the cutting depth to the thickness of
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the workpiece. Less than a full tooth of the blade
teeth should be visible below the workpiece.

d) Never hold the workpiece in your hands
or across your leg while cutting. Secure

the workpiece to a stable platform. It is
important to support the work properly to
minimise body exposure, blade binding, or
loss of control.

e) Hold the power tool by insulated
gripping surfaces, when performing an
operation where the cutting tool may
contact hidden wiring or its own cord.
Contact with a “live” wire will also make
exposed metal parts of the power tool ‘live’
and could give the operator an electric shock.
f) When ripping, always use a rip fence

or straight edge guide. This improves the
accuracy of cut and reduces the chance of
blade binding.

g) Always use blades with correct size and
shape (diamond versus round) of arbour
holes. Blades that do not match the mounting
hardware of the saw will run off-centre,
causing loss of control.

h) Never use damaged or incorrect blade
washers or bolt. The blade washers and

bolt were specially designed for your saw, for
optimum performance and safety of operation.

[Kickback causes and
related warnings]
Kickback is a sudden reaction to a pinched,
jammed or misaligned saw blade, causing
an uncontrolled saw to lift up and out of the
workpiece toward the operator;

When the blade is pinched or jammed tightly
by the kerf closing down, the blade stalls and
the motor reaction drives the unit rapidly back
toward the operator;

If the blade becomes twisted or misaligned

in the cut, the teeth at the back edge of the
blade can dig into the top surface of the wood
causing the blade to climb out of the kerf and
jump back toward the operator.

Kickback is the result of saw misuse and/or
incorrect operating procedures or conditions
and can be avoided by taking proper
precautions as given below.

a) Maintain a firm grip with both hands on
the saw and position your arms to resist
kickback forces. Position your body to
either side of the blade, but not in line

with the blade. Kickback could cause the

saw to jump backwards, but kickback forces
can be controlled by the operator, if proper
precautions are taken.

b) When blade is binding, or when
interrupting a cut for any reason, release
the trigger and hold the saw motionless

in the material until the blade comes to a
complete stop. Never attempt to remove the
saw from the work or pull the saw backward
while the blade is in motion or kickback may
occur. Investigate and take corrective actions
to eliminate the cause of blade binding.

c) When restarting a saw in the workpiece,
centre the saw blade in the kerf so that the saw
teeth are not engaged into the material. If a saw
blade binds, it may walk up or kickback from the
workpiece as the saw is restarted.

d) Do not use dull or damaged blades.
Unsharpened or improperly set blades produce
narrow kerf causing excessive friction, blade
binding and kickback.

e) Blade depth and bevel adjusting locking
levers must be tight and secure before making
a cut. If the blade adjustment shifts while cutting
it may cause binding and kickback.

f) Blade depth and bevel adjusting locking
levers must be tight and secure before
making the cut. If blade adjustment shifts
while cutting, it may cause binding and
kickback.

g) Use extra caution when sawing into
existing walls or other blind areas. The
protruding blade may cut objects that can
cause kickback.

LOWER GUARD FUNCTION

a) Check the lower guard for proper closing
before each use. Do not operate the saw if
the lower guard does not move freely and
close instantly. Never clamp or tie the lower
guard into the open position. If the saw is
accidentally dropped, the lower guard may be
bent. Raise the lower guard with the retracting
handle and make sure it moves freely and does
not touch the blade or any other part, in all

10
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angles and depths of cut.

b) Check the operation of the lower guard
spring. If the guard and the spring are not
operating properly, they must be serviced
before use. Lower guard may operate
sluggishly due to damaged parts, gummy
deposits, or a build-up of debris.

c) The lower guard may be retracted
manually only for special cuts such as
“plunge cuts” and “compound cuts”.

Raise the lower guard by the retracting
handle and as soon as the blade enters the

material, the lower guard must be released.

For all other sawing, the lower guard should
operate automatically.

d) Always observe that the lower guard is
covering the blade before placing the saw
down on bench or floor. An unprotected,
coasting blade will cause the saw to walk
backwards, cutting whatever is in its path. Be
aware of the time it takes for the blade to stop
after switch is released.

ADDITIONAL SAFETY
INSTRUCTIONS

FOR CIRCULAR SAWS

a) Do not use High Speed Steel (HSS)
saw blades.

b) Inspect the machine and the blade
before each use. Do not use deformed,
cracked, worn or otherwise damaged blades.
c) Never use the saw without the original
guard protection system. Do not lock

the moving guard in the open position.
Ensure that the guard operates freely
without jamming.

d) Only use blades that comply with the
characteristics specified in this manual.
Before using accessories, always compare
the maximum allowed RPM of the
accessory with the RPM of the machine.

e) Do not use any abrasive wheels.

f) Use only blade diameter(s) in accordance
with the markings.

WARNING: If any parts are missing, do
not operate your machine until the missing
parts are replaced. Failure to follow this rule
could result in serious personal injury.

GETTING STARTED - UNPACKING
Caution: This packaging contains sharp objects.
Take care when unpacking. Remove the machine,
together with the accessories supplied from the
packaging. Check carefully to ensure that the
machine is in good condition and account for all
the accessories listed in this manual. Also make
sure that all the accessories are complete.

If any parts are found to be missing,

the machine and its accessories should be
returned together in their original packaging to
the retailer.

Do not throw the packaging away; keep it safe
throughout the warranty period. Dispose of the
packaging in an environmentally responsible
manner. Recycle if possible.

Do not let children play with empty plastic bags
due to the risk of suffocation.

Evolution Instruction Manuals
Evolution Power Tools provides each product
with an Instruction Manual.

Each dedicated manual is carefully constructed
and designed to provide easily accessible and
useful information regarding the safe use, care
and maintenance of the product. Referencing
the information contained within the manual
will allow the operator to fully and safely
exploit the potential of the machine.
Evolutions policy of continual product
development may mean that, very
occasionally, the contents of a manual may not
completely reflect the latest improvements or
upgrades that have been incorporated into a
particular product. Upgrades/improvements
to the specification of a product could come
about as a consequence of technological
advances or changes to the legislative
framework of the receiving country, etc.

If you are at all unsure about any aspect of

the use, care or maintenance of an Evolution
product, contact the relevant Evolution
helpline where up to date information and
extra advice will be available.

11
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9.

® N w s WN=

CUT MATERIAL EJECTION PORT
THUMB LEVER

MULTI-MATERIAL TCT BLADE

LOWER BLADE GUARD

PARALLEL EDGE GUIDE

ERGONOMIC FRONT HANDLE
CARBON BRUSHES

8MM HEX KEY (BLADE CHANGE)
DEPTH ADJUSTMENT LOCKING LEVER

10. DEPTH SCALE
11. REAR HANDLE
12. UPPER BLADE GUARD

13. PRECISION ENGINEERED SOLE PLATE
14. THUMB LEVER

15. PROTRACTOR SCALE

16. ARBOR LOCK BUTTON

17. DUST PORT CONNECTOR

18. 25/32"” INNER BLADE FLANGE

19. 5/8” INNER BLADE FLANGE

12
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CARBON BRUSHES 19. 25/32” INNER BLADE FLANGE
5/16” HEX KEY (BLADE CHANGE)
DEPTH ADJUSTMENT LOCKING LEVER
10. DEPTH SCALE

11. REAR HANDLE ON/OFF SWITCH

12. UPPER BLADE GUARD

20. 5/8” INNER BLADE FLANGE

1. CUT MATERIAL EJECTION PORT 13. PRECISION ENGINEERED SOLE PLATE
2. THUMB LEVER 14. BEVEL ADJUSTMENT THUMB LEVER
3. MULTI-MATERIAL TCT BLADE 15. PROTRACTOR SCALE

4. LOWER BLADE GUARD 16. ARBOR LOCK BUTTON

5. PARALLEL EDGE GUIDE 17. LED LIGHT

6. ERGONOMIC FRONT HANDLE 18. DUST PORT CONNECTOR

7.

8.

9.
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CUT MATERIAL EJECTION PORT
THUMB LEVER
MULTI-MATERIAL TCT BLADE
LOWER BLADE GUARD
PARALLEL EDGE GUIDE
ERGONOMIC FRONT HANDLE
CARBON BRUSHES

5/16"HEX KEY (BLADE CHANGE)
DEPTH ADJUSTMENT LEVER

10.
. REAR HANDLE ON/OFF SWITCH
12.
13.

14.
15.
16.
17.

DEPTH SCALE

UPPER BLADE GUARD
PRECISION ENGINEERED TRACK
COMPATIBLE SOLE PLATE
THUMB LEVER

REAR PROTRACTOR SCALE
ARBOR LOCK BUTTON

DUST PORT CONNECTOR

18.
19.
20.
21.
22,
23.
24,

25/32" INNER BLADE FLANGE
5/8” INNER BLADE FLANGE
TRACK ADJUST TURN BUTTONS
REAR BEVEL THUMB SCREW

3x 13-3/8"TRACK

4x TRACK CONNECTOR BARS
1/8" HEX KEY (TRACK)
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CUT MATERIAL EJECTION PORT
THUMB LEVER
MULTI-MATERIAL TCT BLADE
LOWER BLADE GUARD
PARALLEL EDGE GUIDE
ERGONOMIC FRONT HANDLE
CARBON BRUSHES

8MM HEX KEY (BLADE CHANGE)
. DEPTH ADJUSTMENT LOCKING LEVER
10. DEPTH SCALE

11. REAR HANDLE ON/OFF SWITCH
12. UPPER BLADE GUARD

© ®NOOU AWM=

. PRECISION ENGINEERED TRACK

COMPATIBLE SOLE PLATE

. THUMB LEVER

. REAR PROTRACTOR SCALE

. ARBOR LOCK BUTTON

. LED LIGHT

. DUST PORT CONNECTOR

. 25/32” INNER BLADE FLANGE

. 5/8” INNER BLADE FLANGE

. TRACK ADJUST TURN BUTTONS
. REAR BEVEL THUMB SCREW
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UPPER BLADE GUARD

PRECISION ENGINEERED SOLE PLATE

THUMB LEVER

PROTRACTOR SCALE

ARBOR LOCK BUTTON

- = = =

THUMB LEVER

LOWER BLADE GUARD

PARALLEL EDGE GUIDE

ERGONOMIC FRONT HANDLE

CARBON BRUSHES

8MM HEX KEY (BLADE CHANGE)

DEPTH ADJUSTMENT LOCKING LEVER

1
2
3
4
5
6.
7
8
9

10. DEPTH SCALE

11. REAR HANDLE INCORPORATING
SAFETY START ON/OFF SWITCH
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CUT MATERIAL EJECTION PORT
THUMB LEVER

MULTI-MATERIAL TCT BLADE

LOWER BLADE GUARD

PARALLEL EDGE GUIDE

ERGONOMIC FRONT HANDLE
CARBON BRUSHES

8MM HEX KEY (BLADE CHANGE)
DEPTH ADJUSTMENT LOCKING LEVER

10. DEPTH SCALE
11. REAR HANDLE INCORPORATING

SAFETY START ON/OFF SWITCH

12. UPPER BLADE GUARD

13. PRECISION ENGINEERED SOLE PLATE
14. THUMB LEVER

15. PROTRACTOR SCALE

16. ARBOR LOCK BUTTON

17. DUST PORT CONNECTOR
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CUT MATERIAL EJECTION PORT
THUMB LEVER

MULTI-MATERIAL TCT BLADE

LOWER BLADE GUARD

PARALLEL EDGE GUIDE

ERGONOMIC FRONT HANDLE
CARBON BRUSHES

8MM HEX KEY (BLADE CHANGE)
DEPTH ADJUSTMENT LOCKING LEVER

. DEPTH SCALE
. REAR HANDLE INCORPORATING

SAFETY START ON/OFF SWITCH

12. UPPER BLADE GUARD

13. PRECISION ENGINEERED TRACK
COMPATIBLE SOLE PLATE

14. THUMB LEVER

15. REAR PROTRACTOR SCALE

16. ARBOR LOCK BUTTON

17. DUST PORT CONNECTOR

18. TRACK ADJUST TURN BUTTONS
19. REAR BEVEL THUMB SCREW
20. 3x 340mm TRACK

21. 4x TRACK CONNECTOR BARS
22. 3mm HEX KEY
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CUT MATERIAL EJECTION PORT
THUMB LEVER

MULTI-MATERIAL TCT BLADE

LOWER BLADE GUARD

PARALLEL EDGE GUIDE

ERGONOMIC FRONT HANDLE
CARBON BRUSHES

8MM HEX KEY (BLADE CHANGE)
DEPTH ADJUSTMENT LOCKING LEVER
10. DEPTH SCALE

11. REAR HANDLE INCORPORATING
SAFETY START ON/OFF SWITCH

WO NO®mPEWNR

. UPPER BLADE GUARD
. PRECISION ENGINEERED TRACK

COMPATIBLE SOLE PLATE

. THUMB LEVER

. REAR PROTRACTOR SCALE

. ARBOR LOCK BUTTON

. DUST PORT CONNECTOR

. TRACK ADJUST TURN BUTTONS
. REAR BEVEL THUMB SCREW
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Fig.3

Fig. 6

Fig. 7c

Fig. 2

Fig.5

Fig.7b

Fig. 1

Fig. 4

Fig.7a

Fig. 10

Fig.9

Fig.8
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EU Dust Port Connector

@%

US Dust Port Connector

Fig.23

Fig. 25
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PREPARATION

WARNING: Always disconnect the machine
from the power source before making any
adjustments.

Note: These machines are equipped with an
approved power cord and plug for the intended
country of use. Do not alter or modify the power
cord.

INSTALLING /
REMOVING A BLADE
WARNING: Use only genuine Evolution blades
(or those approved by Evolution Power Tools),
which are designed for use in these machines.
Ensure that the maximum speed of the blade is
compatible with the machine. Only perform this
operation with the machine disconnected from
the power supply.

Note: It is recommended that the operator
considers wearing protective gloves when
handling the blade during installation or when
changing the machines blade.
Locate the supplied Blade Change Hex Key
which is housed in the onboard storage facility
(similarly position on all machines). (Fig. 1)
« Place saw on a level, secure surface.

Note: All machines can, with care, be balanced on
the flat end of the motor housing casing, (Fig. 2)
making access to the blade and blade fixings very
convenient.

- Locate the machines arbor lock button (which
is similarly positioned on all machines). Lock
the machines arbor by operating the arbor
lock button. (Fig. 3).

Note: Slowly rotating the blade by hand, whilst

gently pressing the arbor lock button will aid

arbor lock engagement.

«+ Using the Hex Key, loosen and remove the
arbor socket headed screw, associated fixings,
and outer blade drive flange. (Fig. 4)

Note: The socket headed arbor screw is equipped
with a standard screw thread.

Turn the screw clockwise to tighten. Turn the
screw counter clockwise to loosen.

- Safely store the outer blade flange and
associated fixings.

+ Rotate the lower blade guard up into the
upper blade guard using the manual thumb
lever. (Fig. 5)

«+ Carefully remove the blade (if fitted) from
the machine.

« Thoroughly clean inner and outer blade
drive flanges.

Note: The inner blade flange can be left in
place if desired, but it should be checked and
thoroughly cleaned. If it is removed from the
machine it must be replaced back in the same
orientation as it was before removal.

« Thoroughly clean the blade around the bore
area (both surfaces) where the blade flanges
will touch and clamp the blade.

« Install the (new) blade.

« Ensure that the direction of rotation arrows
printed on the blade, match the direction
of rotation arrows found on the machines
upper and lower blade guards. (Fig. 6)

+ Reinstall the outer drive flange, the
socket headed arbor screw, and its
associated fixings.

Note: The outer drive flange has a specially
machined bore which incorporates two
opposed ‘flats! (Fig. 7a) These ‘flats’engage
with two complimentary ‘flats"machined into
the machines arbor shaft.

« Re-engage the arbor lock and tighten the
arbor socket headed screw securely using
the Hex Key.

+ Release the arbor lock button

+ Return the Hex Key to its dedicated storage
position.

+ Check that the arbor lock has fully released
by manually rotating the blade.

« Check the operation of the lower
blade guard.

Note: For North American market only, a dual
side arbor flange is included, to allow 1" bore
blades (Fig. 7b) and 5/8" bore blades (Fig. 7c).
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PARALLEL EDGE GUIDE
A Parallel Edge Guide (Fig. 8) which can be
particularly helpful when rip cutting, is supplied
with all CCS machines. The guide can be fitted
to the front of the sole plate.
The guides arm should be inserted through the
rectangular slots positioned at either side (front)
of the pressed steel sole plate, and slid under
the centrally located adjustment locking screw.
(Fig.9)

Note: The Parallel Edge Guide can be fitted on
either side of the sole plate.

WARNING: Only fit and adjust the Guide with
the machine disconnected from the power
supply.

Note: The arm of the Parallel Edge Guide
must pass through all of the rectangular slots
provided in the sole plate.

WARNING: It is potentially dangerous to install,
and try to use the Edge Guide with the arm
passing through only one (1) of the machined
rectangular sole plate slots.

Adjust the edge guide so that it is at the
required distance from the blade and tighten
the adjusting screw. Check that the edge guide
is parallel to the saw blade.

CUTTING DEPTH ADJUSTMENT
Note: All CCS machines share the same general
depth adjustment fixtures/fittings and employ
the same basic technique for setting the blade
depth.

« Loosen the Depth Adjustment Locking
Mechanism by pulling the operating lever
upwards. (Fig. 10)

« Adjust/re-position the sole plate to give the
required cutting depth (the amount by which
the blade protrudes through the sole plate).

Note: A depth scale can be found on the depth
adjustment quadrant, with a corresponding
index mark incorporated into the adjacent area
of the machines upper blade guard. (Fig. 11)
Using these features can aid rapid setting.

Note: Although the depth scale and index mark
are very useful, enabling rapid depth setting,
using them should always be regarded as a
guide to the setting achieved.

If a very precise depth of cut is required, then

the blade setting should be checked with an

engineers precision ruler (not supplied) or
similar and adjusted accordingly.

« In most cases the cutting depth should be set
at the thickness of the material to be cut plus
the depth of half of a saw tooth (tip of the
tooth to the tooth root). (Fig.12)

« Tighten the Depth Adjustment Locking
Mechanism by pushing the operating
lever downwards to securely to lock in the
machine in the required position.

CUTTING ANGLE
(BEVEL) ADJUSTMENT
All CCSL & CCSX machines have the facility to
tilt the blade through (up to) 45" and all CCS
machines have the facility to tilt the blade
through (up to) 60° to the left hand side.
Bevel cuts are therefore possible.

Note: The blade is at the vertical position when
the protractor scale reads 0°.

Note: A protractor scale (0°- 45" or 0°- 60°) is

incorporated on the Bevel Locking quadrant

found at the front of the soleplate. Using this
will aid rapid bevel angle setting but should be
regarded as a guide only.

If a very precise bevel angle is required, then

the blade setting should be checked using a

vernier angle gauge (not supplied) and adjusted

accordingly.

+ Loosen the Bevel Locking Mechanism found
at the front of the machine, by pulling the
lever upwards. (Fig. 13)

« Tilt the blade to the required angle as
indicated on the quadrant protractor scale.
(Fig. 14)

« Tighten the Bevel Locking Mechanism
securely when the desired bevel angle
has been achieved by pushing the lever
downwards.
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OPERATING ADVICE
(PRE OPERATION CHECKS)
Note: As all operating environments will be
unique and diverse, Evolution Power Tools offers
the following general advice on safe operational
procedures and practices for the consideration
of the operator.

This advice cannot be exhaustive as Evolution
has no influence on the type of workshops or
working environments in which these machines
may be used.

We recommend that the operator seeks advice
from a competent authority or the workshop
supervisor if they are at unsure of any aspect of
using these machines.

Itis important that routine safety checks are
carried out (at each time of usage) before the
operator uses the machine.

WARNING: These pre-use safety checks should
be carried out with the machine disconnected
from the mains power supply.

« Check that all safety guards are operating
correctly, and that all adjustment handles/
screws are securely tightened.

+ Check that the blade is secure and installed
correctly. Also check that it is the correct
blade for the material being cut.

« Check the integrity of the power cord.

+ Whenever possible clamp the workpiece to a
rigid support structure such as a workbench,
saw horse or similar.

« The operator should always be aware of the
position and routing of the power cable.

PPE
« The operator should wear all relevant PPE
(Personal Protection Equipment) necessary
for the task ahead.
This could include safety glasses, full face
mask, dust masks, safety shoes etc.

Note: All CCS series machines are equipped
with a cutting line debris blower. This directs

air from a motor driven fan towards the area to
the front of the blade, thus keeping the cutting
line relatively debris free. This feature will aid the
operator sight and follow the progress of the
saw blade along the cut, keeping any marking-
out lines visible.

WARNING: Any and all dust created is
potentially prejudicial to health.

Some materials can be particularly harmful, and the
operator should always wear a dust mask which is
suitable for the material being worked with.
Professional help and advice should be sought if
the operator is at all unsure about the potential
toxicity of the material to be cut.

WARNING: These machines must never be
used to cut Asbestos or any material that
contains, or is suspected to contain, Asbestos.

Consult/inform the relevant authorities,
and seek additional guidance if Asbestos
contamination is suspected.

ON/OFF TRIGGER SWITCH
Note: All machines destined for the European
and Australian market are equipped with a
‘safety start’trigger switch to enhance operator
safety. (Fig.15)

To start the motor:

+ Push in the safety lock button on the side of
the handle with your thumb.

« Depress the trigger switch.

To stop the motor:
+ Release the trigger switch.

WARNING: The motor should never be started
with the saw blade in direct contact with any
surface of the workpiece.

Note: Machines destined for the North
American market are fitted with an ON/OFF
Trigger switch which does not incorporate a
‘safety start’ trigger switch.

WARNING: If the saw is‘live’ (LED Light‘ON’),
avoid unintentionally starting the motor when
picking up the machine from a workbench or
similar. Accidentally depressing the ON/OFF
Trigger switch (positioned in the main handle)
when picking up the machine from rest will
cause the motor to start.
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CUTTING TRACKS

Evolution CCSX series machines (refer
to the Specification Page for applicable
models) have been engineered and
featured in such a way as to make them
Cutting Track compatible.

Note: Any circular saw that is capable of being
used with a Cutting Track will have a channel
along the under surface of the sole plate (Fig. 16)
Evolution machines so equipped can be
attached to, and used with most Cutting Tracks
(Guides) currently available.

Note: Consult the documentation supplied
with the track by the track manufacturer. The
supplied documentation will normally give
the assembly instructions for the track, as well
as information regarding the safe working
practices that need to be employed when
using such equipment.

Cutting Tracks can be employed where:

« The use of a chop or circular saw could
present Health and Safety (H&S) or other
practical workplace issues. For example
when working on a construction site
where very close and accurate control may
be necessary, (working on a roof oron a
scaffolding platform, etc.) using a cutting
track may provide the user with some extra
(and safe) operational possibilities.

« Accurate cuts across or along large
workpieces are required. For example on
frames, doors, large boards or wall panels,
etc, a cutting track/guide could eliminate the
need to use a circular saw in ‘free hand’ mode.

Note: Evolution’s cutting track compatible
machines have two (2) cams which project into
the sole plate channel (one at each end).
‘Turn-buttons’ (Fig. 17) allow the operator to
rotate these cams.

Adjusting these cams will reduce slightly the
effective width of the sole plate channel.
This could be necessary to accommodate any

slight variation of rail width that can occur
during the manufacture of the track extrusion.
Track rail widths produced by different track
manufacturers may also vary slightly.

Note: The operator should adjust these cams so
that when the machine is placed correctly on

a track it can be moved forwards or backwards
easily and smoothly but without any lateral
movement (wobble) being detectable.

EVOLUTION CUTTING TRACKS
Some Evolution machines (depending upon
the model and market destination) are
supplied with a Cutting Track.

Note: Evolution Cutting Tracks are available as a
customer purchase option. Contact your supplier
or Evolution Power Tools for further details.

THE TRACK

The Evolution Track system consists of two (2) or
three (3) precision extruded alloy sections.

(Fig. 18) These sections must be joined together
using the joining bars supplied. (Fig. 19)

To Join The Sections Together (Fig. 19):

« Slide the bars into the 'T’slots found on the
under surface of the extrusions.

« Ensure that an equal length (approximately)
of the bars is inserted into both of the
sections to be joined together.

« Tighten the socket headed grub-screws to
secure the sections together.

Note: It is important to leave a small gap
between joined sections of between 1 to 2mm.
This will ensure that when a circular saw is
placed upon and used with an Evolution Cross
Cutting Track it will slide smoothly along the
entire track length.

SAW TO TRACK COMMISSIONING
Note: The following guidelines refer to
Evolution circular saws and the Evolution
Cutting Track. Consult the information
supplied by the saw and/or the cutting track
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manufacturers if a non-Evolution circular saw
or cutting track is to be used.

Before the first use of the Evolution Cutting
Track the Splinter Guard Strip (Fig. 21) needs to
match the saw and blade.

To match saw to track:

« Fully assemble the Cutting Track.

Refer to the section entitled ‘Track
Positioning and Clamping’ Clamp the track
to an appropriate piece of spare or scrap
material.

Set the saw blade to a depth suitable for the
scrap workpiece selected.

Ensure that no obstructions are present
beneath the path of the blade.

+ Refer to the section ‘Track Positioning and
Clamping_ Place the circular saw correctly
on the track.

« Start the motor and allow it to reach full
speed.

Smoothly and slowly push the circular saw
along the full length of the track until the
blade has cut through the entire length of
the Splinter Guard Strip.

Note: This process will match a specific saw to
a specific track.

If a different saw is used on such a prepared
track, the Splinter Guard Strip may not provide
the same level of protection as the dedicated
saw to track configuration.

Note: The Splinter Guard Strip should be
regarded as a consumable item. Over time

it will wear and abrade and will therefore

need replacing. It may also need replacing if a
different circular saw or saw blade (one with a
different kerf width) from the original dedicated
configuration is to be used.

REPLACEABLE SPLINTER GUARD
STRIP

As a consumable item Replaceable Splinter
Guard Strip should be checked at regular

intervals for damage or abrasion caused by ‘wear
and tear’ Replace the strip if any damage or
significant wear is apparent.

ES

Replacement strips are available. Consult
your supplier or contact Evolution using the
appropriate helpline.

The Replaceable Splinter Guard Strip supplied
is a direct substitution to the fitted original.
Simply pull the old strip gently from the track
and replace with the new strip.

Note: If a new strip is fitted, the Saw to Track DE
matching process must be repeated.

EVOLUTION TRACK CLAMPS
The Evolution Speed Clamp (Fig. 22) is
purpose designed to work with the Evolution
Cutting Track.
FR
Note: Extra clamps can be purchased from
Evolution Power Tools or your local supplier.

Evolution clamps fit into and can slide along
the T’ slots found on the under surface of the
alloy extrusions. (Fig. 23)

This enables the operator to locate the clamps IT
(one is required at each end of the track) in

positions which afford the maximum security,

and rigidity of the Cutting Track to the

workpiece.

TRACK POSITIONING & CLAMPING

Note: The following guidelines are given as PL
advice. Evolution has no influence over the

working environments or conditions in which

this equipment is used.

WARNING: If this equipment is to be used on a
construction site, the operator should consult the
relevant person who has responsibility for Health
and Safety for further ‘on site’ specific safety PT
requirements or instructions.
« Mark out clearly the workpiece and particularly
the'line of cut’along which the saw blade is
required to travel.
« Assemble the Cutting Track with as many

RO

27



€VOLUTION'

sections as required to span the workpiece
including an allowance for the overhang
needed.

« Using Evolution Speed Clamps (the preferred
option) or suitable ‘G’ clamps position the Track
on the workpiece and secure by tightening
the clamps.

+ Ensure that the edge of the Splinter Guard
Strip runs exactly along the marked out
cutting line.

WARNING: The Cutting Track must overhang
the workpiece at thelead in’ edge. (Fig. 24)
The lower blade guard will need to be
retracted manually and pivot upwards into the
upper blade guard as the circular saw is placed
on the track.

WARNING: In this position the blade is
exposed. DO NOT press the trigger until the
following safety checks have been carried out.

PERFORMING A CUT

Performing a cut using a cutting track is very
similar to ordinary cutting with a circular saw.
All of the safety procedures and protocols that
apply to the use of a circular saw will also apply
when such a saw is used in conjunction with a
cross cutting track.

The following guidelines, though not

comprehensive offer some general advice:

« Carry out a safety check to ensure that the
Cutting Track is securely fastened to the
workpiece, and that the workpiece itself is
secure and cannot move during a cut.

« Check to ensure that there are no
obstructions under the workpiece that
could inhibit or impede the progress of the
saw blade or be damaged by the saw blade.

« Ensure that the mains cable is routed in such
a way that it does not pose a trip (or any
other form) hazard. Check particularly that
the mains cable cannot come into contact
with the spinning blade of the saw.

« The operator should ensure that when they
are pushing the saw along the track they can

maintain a sure footing, good balance and
complete control at all times throughout the
cut. Particular caution should be exercised as
the saw blade exits the workpiece.
WARNING: Particularly if working at height
(other circumstances may also apply) ensure
that any cut material cannot fall away and
possibly injure a bystander. The operator may
have to consider some way of containing or
catching such cut material. Consult the person

responsible for site safety for specific guidance.

Note: The operator should consider
performing a practice run with the saw
disconnected from the mains supply to
confirm that the cutting procedure will be
completely safe throughout.

When the cut has been completed the
operator should release the ON/OFF Trigger
Switch and allow the motor to stop and the
blade to become stationary.

As the saw is lifted from the Cutting Track
and workpiece the lower blade guard will
automatically deploy covering the blade
completely.

DUST / DEBRIS COLLECTION

An adaptor nozzle (Fig. 25) can be fitted to all
CCS machines. Fitting the nozzle allows the
machine to be connected to a dust/debris
collection device.

Note: The exact design of the nozzle supplied
will vary depending upon type of model and
the market destination of the machine.

The supplied nozzle will accept a wide variety
of debris/dust collection devices currently
available. The nozzle should be fitted to the
Cut Material Ejection Port. (Fig. 26)

Note: A workshop dust/debris extraction
machine can be attached to the adaptor
nozzle if required. Follow the manufacturers
instructions if such a machine is fitted and
ensure that it is capable of handling the
ejected cut material.
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LED LIGHT

Some of these machines (depending upon the
model and market destination) are equipped
with an automatic LED Light.

Note: If you are unsure of which features

are provided on your machine, consult the
Specification Page provided in this manual.

The LED Light is positioned to the left hand
(LH) side of the blade. (Fig. 27)

The beam from the LED will light up the left
hand side of the blade and also illuminate any
marking out lines present on the workpiece.
This should help the operator predict the path
of the blade through the workpiece and thus
aid efficiency, accuracy and safety.

Note: Operation of the LED Light is automatic.
As soon as the machine is connected to the
mains supply the LED will activate. This gives
the operator a clear visual indication that the
machine has been successfully connected to
the mains electrical supply, and is therefore
powered (is ‘live’) and ready for cutting
operations to commence.

Note: There are no user serviceable parts
incorporated within the LED Light assembly and
the beam direction is factory set. The protective
lens cover should be kept clear of dust etc.

(see Maintenance) to ensure the maximum
brightness of the projected beam is maintained.

WARNING: Only clean the lens cover with the
machine disconnected from the mains power
supply and the blade completely stationary.

INTEGRAL CUTTING AIDS
All Evolution circular saws are equipped with
various cutting aids or guides designed help

the operator achieve quick accurate cuts safely.

Note: Not all of the following features will
appear on every machine.

0’ and 45’ Line of Cut Guides (Fig. 28)
Located on the front edge of the machines sole
plate are two (2) small notches, which on some

machines are identified with an angular number.
These notches indicate the position of the blade
as it exits the workpiece when the bevel tilt angle
is set at 0" (blade vertical) or at an angle of 45°.
Front of Blade Guide (Fig. 29)

Note: Evolution machines compatible with
Evolutions Cutting Track have a notch located on
the right hand edge (RH) of the sole plate casting.
This notch indicates the position of the front
edge of the blade when the blade is set at
maximum cutting depth. This feature can be
used when placing and positioning the saw on
a Cutting Track.

WARNING: It is important that the lower blade
guard or blade do not touch any surface of the
workpiece during the initial positioning of the
saw on the Cutting Track.

Ruler Guides (Fig. 30)

Ruler guides are present on some Evolution
circular saws. They are positioned along the
front and/or side edges of the sole plate.
These guides can give a useful approximate
position or prediction of the saw blade in the
workpiece.

SPECIALISED ADJUSTMENTS

Your Evolution machine has many precision
engineered components and settings, most of
which are factory set and adjusted to ensure
consistent long term accuracy.

Maintenance and adjustment to these
components or settings will probably never be
needed. If maintenance or adjustment (after
considerable usage) is thought to be necessary
Evolution recommend that you contact the
technical helpline for further advice and
guidance.

Note: Certain adjustments procedures are
only possible with access to certain specialised
knowledge and/or equipment.
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GENERAL CUTTING ADVICE
WARNING: The operator must always be
aware of the position and routing of the power
cable. The cable must be routed in such a way
that there is no possibility of the blade coming
into contact with the mains cable.

The cable should not pose a trip (or any

other type) of hazard to the operator or any

bystanders.

« Do not force the machine.

« Allow the speed of the saw blade do the
work. Cutting performance will not be
improved by applying excessive pressure to
the machine and blade life will be reduced.

« When using the parallel edge guide, ensure

that it is parallel with the blade. The blade

and/or motor could become damaged if
the machine is used with an incorrectly
adjusted parallel edge guide.

Place front edge of sole plate squarely on

the workpiece. Before starting the motor

ensure that the blade is not in contact with
the workpiece.

- When starting a cut, taking care to
introduce the blade to the material slowly,
so as not to damage blade teeth.

Note: Two (2) line of cut guides are provided

at the front of the sole plate of the CCSL

machine (for 0° and 45° bevel angles only).

« Use both hands to move the saw forwards
through the work piece.

« Apply smooth, constant pressure to move
the saw forwards through the workpiece.

Note: All CCS series machines have an
automatic lower blade guard which has a
specially shaped leading front edge. This
feature ensures that the blade guard retracts
smoothly and effortlessly as the machines
blade enters the workpiece. As the blade exits
the workpiece the lower blade guard will
automatically return to its normal position
covering the blade completely.

Note: On some occasions e.g. making a
plunge cut into a floor or wall etc. it may be
advantageous to retract the lower blade
guard manually.

A thumb operated lever is provided on

the lower blade guard. With care, a skilled
operator can retract the blade guard
manually, either partially or fully, allowing
plunge cuts to be made.

WARNING: If retracting the blade guard
manually great care must be taken to ensure
that the operators hand or fingers do not
touch any part of the machines blade.

When a cut has been completed:

+ Release the ON/OFF Trigger switch.

«+ Allow the blade to come to a
complete stop.

« Remove the machine from the workpiece
allowing the lower blade guard to return to
its normal position covering the blade.

WARNING: If the motor should stop or stall
whilst a cut is being attempted release the
trigger switch immediately. Disconnect the
machine from the power supply and remove
the machine from the workpiece. Investigate

the cause of the problem and rectify if possible.

Only attempt to restart the motor when you
are absolutely sure that it is safe to do so.

CUT MATERIAL EJECTION PORT
WARNING: Do not use the dust bag and dust
port adaptor when cutting metallic materials
including wood with nails.

MAINTENANCE & ADJUSTMENTS

The 0° (blade vertical) position can be adjusted.

WARNING: The machine must be
disconnected from the mains power supply
when attempting this procedure.

To check 0° position:

« Set the blade to the 0° position with the
tilting mechanism against its stop.

« Check the blade against the sole plate
using an engineers precision square (not
supplied). Take care to avoid the TCT tips of
the teeth. The blade should be at exactly 90°
to sole plate.

Note: The lower blade guard should be rotated
(manually) up into the upper blade guard. This

30



€VOLUTION'

will help accurate positioning of the engineers
square and thus aid the checking process.
If adjustment is required:

R165CCSL & 185CCS

Turn the adjustment screw (Fig. 31) clockwise
or counter clockwise using a 4mm Hex Key
(not supplied) until the blade is at exactly 90°
to the sole plate.

R185CCSX & 185CCSX+

Turn the adjustment screws (Fig. 32) clockwise
or counter clockwise using a 3mm Hex Key
(not supplied) until the blade is at exactly 90°
to the sole plate.

To check 45° position (R185CCSX & 185CCSX+ ):
Set the blade to the 45° position with the
tilting mechanism against its stop.

« Check the blade against the sole plate
using an engineers precision square (not
supplied). Take care to avoid the TCT tips of
the teeth. The blade should be at exactly 45°
to sole plate.

Turn the adjustment screws (Fig. 33) clockwise
or counter clockwise using a 3mm Hex Key
(not supplied) until the blade is at exactly 45°
to the sole plate.

CHECKING AND REPLACING
THE CARBON BRUSHES
WARNING: Disconnect the machine from the
power supply before attempting to check or
replace the Carbon Brushes.
Note: Replace both carbon brushes if either
has less than 6mm length of carbon remaining,
or if the spring or wire is damaged or burned.

To remove the brushes:
Unscrew the plastic caps found at the back
of the motor housing. (Fig. 34) Be careful as
the caps are spring-loaded.

« Withdraw the brushes with their springs.
If replacement is necessary renew the
brushes and replace the caps.

Note: Used but serviceable brushes can be
replaced, but only as long as they are returned
to the same position, and

inserted the same way round as they were
before being removed from the machine.

+ Run machines motor without load for
approximately 5 minutes. This will help the
new brushes to ‘bed-in"and ensure that the
motor runs efficiently.

« Some sparking may be visible until the
brushes bed in fully.

GENERAL MAINTENANCE

& CLEANING

Note: All maintenance must be carried

out with the machine switched off and

disconnected from the power supply.

« Check that all safety features and guards are
operating correctly on a regular basis. Only
use this machine if all guards/safety features
are fully operational.

« All motor bearings in these machines are
lubricated for life. No further lubrication is
required.

Use a clean, slightly damp cloth to clean

the plastic parts of the machine. Do not use
solvents or similar products which could
damage the plastic parts.

Remove any dust or other contaminants from
the lens cover of the LED module.

WARNING: Do not attempt to clean by
inserting pointed objects through openings
in the machines casings etc. The machines air
vents should be cleaned using compressed
dry air.

Note: The operator should employ all
necessary PPE when using compressed dry air
as a cleaning medium.

ENVIRONMENTAL PROTECTION
Waste electrical products should not be
disposed of with household waste. Please
recycle where facilities exist. Check with your
Local Authority or retailer for recycling advice.
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EC DECLARATION OF CONFORMITY c €

The manufacturer of the product covered by this Declaration is:
UK: Evolution Power Tools Ltd, Venture One, Longacre Close, Holbrook Industrial Estate, Sheffield, S20 3FR.
FR: Evolution Power Tools SAS, 61 Avenue Lafontaine, 33560, Carbon-Blanc, Bordeaux, France.

The manufacturer hereby declares that the machine as detailed in this declaration fulfils all the
relevant provisions of the Machinery Directive and other appropriate directives as detailed below.
The manufacture further declares that the machine as detailed in this declaration, where applicable,
fulfils the relevant provisions of the Essential Health and Safety requirements.

The Directives covered by this Declaration are as detailed below:

2006/42/EC. Machinery Directive.

2014/30/EU. Electromagnetic Compatibility Directive.

2011/65/EU. & The Restriction of the Use of certain Hazardous

2015/863/EU.  Sypstances in Electrical Equipment (RoHS) Directive.
2012/19/EVU. The Waste Electrical and Electronic Equipment (WEEE) Directive.

And is in conformity with the applicable requirements of the following documents:

EN 62841-1: 2015 - EN 62841-2-5: 2014 - EN 55014-1: 2017 - EN 55014-2: 2015
EN 61000-3-2: 2014 - EN 61000-3-3: 2013 (110V models) - EN 61000-3-11: 2000 (220-240V
models) - IEC 62321-1.0: 2008

Product Details

Description: R165CCSL 165mm (6-1/2") Circular Saw
Model No: 026-0001 / 026-0002 / 026-0003
Description: R185CCS 185mm (7-1/4") Circular Saw
Model No: 027-0001C/027-0002C / 027-0003C
Description: R185CCSX 185mm (7-1/4") Circular Saw
Model No: 027-0001 / 027-0002 / 027-0003
Description: R185CCSX+ 185mm (7-1/4") Circular Saw
Model No: 027-0001A /027-0002A / 027-0003A
Brand Name: EVOLUTION POWER TOOLS LIMITED
Voltages: 110V / 220-240V ~ 50Hz

Input: R165CCSL - 1200W

R185CCS, R185CCSX & R185CCSX+ - 1600W

The technical documentation required to demonstrate that the product meets the requirements of
directive has been compiled and is available for inspection by the relevant enforcement authorities,
and verifies that our technical file contains the documents listed above

and that they are the correct standards for the product as detailed above.

Name and address of technical documentation holder.
Signed: w Print: Barry Bloomer

: © Qe Supply Chain & Procurement Director
Date: 01/06/18

UK: Evolution Power Tools Ltd, Venture One, Longacre Close, Holbrook Industrial Estate, Sheffield, S20 3FR.
FR: Evolution Power Tools SAS, 61 Avenue Lafontaine, 33560, Carbon-Blanc, Bordeaux, France.
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(1.2 INTRODUCTION

IMPORTANT

Veuillez lire attentivement ces consignes de
fonctionnement et de sécurité dans leur intégralité.

Pour votre propre sécurité, si vous avez des doutes
concernant un aspect de |'utilisation de cet appareil,
veuillez contacter I'assistance technique appropriée

dont le numéro se trouve sur le site Internet d'Evolution
Power Tools. Nous assurons différentes lignes d'assistance
téléphoniques au sein de notre organisation a I'échelle
mondiale, mais de I'aide technique est également
disponible auprés de votre fournisseur.

(1.2) CONTACT :

Site internet : www.evolutionpowertools.com
RU/UE/AUS : customer.services@evolutionpowertools.com
USA : evolutioninfo@evolutionpowertools.com

(1.2)GARANTIE

Félicitations pour votre achat d’un appareil d’Evolution
Power Tools. Veuillez réaliser I'enregistrement de votre
produit « en ligne » comme expliqué dans le dépliant
d’enregistrement fourni avec cette machine. Cela

vous permettra de valider la période de garantie de la
machine via le site Internet d’Evolution en saisissant
vos coordonnées, et garantir ainsi un service rapide si
nécessaire.

Nous vous remercions sincérement d’avoir choisi
un produit Evolution Power Tools.
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PARTICULARITES
ETATS-UNIS

SPECIFICATIONS DE LA MACHINE R165CCSL R185CCS R185CCSX R185CCSX+
N° du modele: 026-0004 027-0004 027-0004C 027-0004A
Moteur UE (220-240V ~ 50 Hz)
Moteur RU (110V ~ 50 Hz)
Moteur USA (120V ~ 60 Hz) 10A 15A 15A 15A
Vitesse a vide (220-240V)
Vitesse a vide (110V et 120V) 3900 min”'/rpm 3700 min/tpm 3700 min/tpm 3700 min/tpm
Poids 9,51b 1081b 11.21b 11,2lb
Angle du biseau de la lame max. 45° 60° 45° 45°
Longueur du cordon d'alimentation 10ft 13ft 13t 13ft
Type de base de la scie circulaire Acier pressé Aluminium coulé Aluminium coulé Aluminium coulé
Compatible avec les guides de découpe v v
CAPACITES DE COUPE R165CCSL R185CCS R185CCSX R185CCSX+
Plaque en acier doux (épaisseur max.) 1/8" 1/4" /4" 1/4"
Sytrugture carrée en acier doux 8 14 14" 14"
(épaisseur max. du mur)
£ai o 2/29" 1/ 2-1/2" 2-1/2"
Epaisseur de coupe max. (0°) 2-3/32 2-1/2 (2-5/16"avec guide) | (2-5/16"avec guide)
L . A o1 1-13/16" 1-13/16"
Epaisseur de coupe max. (45°) 1-11/32 1-9/16 (1-5/8"avec guide) (1-5/8" avec guide)
Epaisseur de coupe max. (60°) 1"
CARACTERISTIQUES DE LA LAME R165CCSL R185CCS R185CCSX R185CCSX+
Diamétre de la lame ?6-1/2" @7-1/4" @7-1/4" @7-1/4"
Nombre de dents 14 20 16 20
Diameétre d'alésage 25/32" 25/32" 25/32" 25/32"
Trait de coupe 1.7mm 1,7 mm 1.7mm 1,7 mm
NIVEAUX SONORES ET VIBRATOIRES R165CCSL R185CCS R185CCSX R185CCSX+

Niveau de pression acoustique Lpa

92,4dB(A) K:3dB(A)

94,3dB(A) K=3 dB(A)

94,3dB(A) K=3 dB(A)

94,3dB(A) K=3 dB(A)

Niveau dintensité acoustique L

103,4dB(A) K:3dB(A)

105,3dB(A) K=3 dB(A)

105,3dB(A) K=3 dB(A)

105,3dB(A) K=3 dB(A)

Vibration - poignée principale (sciage du bois)

a,= 2,747m/s?

a = 3,347m/s?

a = 3,347m/s?

a.= 3,347m/s?

Vibration - poignée auxiliaire (sciage du bois)

a,=261 9m/s?

a,,=3119m/s’

a,,=3119m/s’

a,,=3119m/s*

Vibration - poignée principale (sciage du métal)

A= 2,302m/s?

3,,=3.572m/s?

a,,=3572m/s?

3= 3572m/s?

Vibration - poignée auxiliaire (sciage du métal)

3= 2,239m/s?

a, = 3241m/s?

a = 3241m/s?

a,,=3241m/s?

Uncertainty K

1,5m/s?

1,5m/s?

1,5m/s?

1,5m/s?

ARTICLES FOURNIS

Lame TCT multi-matériaux

R165CCSL

R185CCS

R185CCSX

R185CCSX+

Clé hexagonale (changement de lame)

Guide paralléle

/Adaptateur du port a poussiéres

Raccord du tuyau a poussiéres

SIKISKIR

AAYASANAS

Boite de transport

AASAYASANAS

Guide de coupe (340 mm x3)

Barre et vis du raccord (x4)

AAYEAAYAANAS

oyant LED

<

<
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RU/UE/AUS
R165CCSL R185CCS R185CCSX R185CCSX+
026-0001/ 027-0001C/ 027-0001/ 027-0001A/
026-0002 / 026-0003 027-0002C / 027-0003C 027-0002 / 027-0003 027-0002A / 027-0003A
1200W 1600W 1600 W 1600 W
1200W 1600W 1600W 1600W

3700 min/tpm

3900 min/tpm

3900 min/tpm

3900 min/tpm

3700 min/tpm

3700 min/tpm

3700 min"/tpm

3700 min/tpm

4,3 kg 4,9kg 51kg 5,1kg
45° 60° 45° 45°
3m 3m 3m 4m

Acier pressé

Aluminium coulé

Aluminium coulé

Aluminium coulé

v v
R165CCSL R185CCS R185CCSX R185CCSX+

3mm 6 mm 3 mm 6 mm
3mm 6 mm 3mm 6 mm

64 mm 64 mm
53 mm 64 mm (59 mm avec guide) (59 mm avec guide)

47 mm 47 mm
34mm 40 mm (42 mm avec guide) (42 mm avec guide)

24 mm

R165CCSL R185CCS R185CCSX R185CCSX+

@ 165 mm @ 185 mm @ 185 mm @ 185 mm
14 20 16 20
20 mm 20 mm 20 mm 20 mm
1,7 mm 1,7 mm 1,7 mm 1,7 mm

92,4dB(A) K:3dB(A)

94,3dB(A) K=3 dB(A)

R165CCSL R185CCS R185CCSX R185CCSX+

94,3dB(A) K=3 dB(A)

94,3dB(A) K=3 dB(A)

103,4dB(A) K:3dB(A)

105,3dB(A) K=3 dB(A)

105,3dB(A) K=3 dB(A)

105,3dB(A) K=3 dB(A)

a,,=2.747m/s?

a,,=3,347m/s?

a,,=3,347m/s?

a, = 3347m/s?

a,,=2619m/s?

a,,=3119m/s?

a,,=3119m/s?

a,,=3119m/s?

a,,= 2,302m/s?

a,,=3,572m/s’?

a, = 3,572m/s’?

a = 3,572m/s?

a, = 2.239m/s?

a = 3.241m/s?

a,,=3.241m/s?

= 3.241m/s?

1,5m/s? 1,5m/s? 1,5m/s? 1,5m/s?
R165CCSL R185CCS R185CCSX R185CCSX+

v v v v
v v v v
v v v v
v v v v
v v v v
v

v

v
v
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VIBRATION

Remarque : La mesure des vibrations a
été effectuée dans des conditions standard
conformément a: EN 62841-1:2015,
EN 62841-2-5:2014

Avertissement : Portez des protections
auditives!

La valeur de vibrations totale déclarée a été
mesurée conformément & une méthode d'essai
standard et peut étre utilisée pour comparer un
outil avec un autre.

La valeur totale des vibrations déclarée peut
également étre utilisée lors d'une évaluation
préliminaire d'exposition.

AVERTISSEMENT : Lors de I'utilisation de
cette machine, l'opérateur peut étre exposé a de
hauts niveaux de vibrations transmises a sa main
etason bras.

I se peut que l'opérateur développe le syndrome
de Raynaud. Ce syndrome peut diminuer

la sensibilité de la main a la température et
provoquer un engourdissement général.

Les personnes utilisant cette machine de
maniére réguliére ou prolongée doivent
surveiller attentivement I'état de leurs mains

et de leurs doigts. Si l'un des symptomes

devient apparent, consultezimmédiatement un
médecin.

La mesure et I'évaluation de I'exposition de I'étre
humain aux vibrations transmises par les
mains en milieu professionnel sont précisées
dans les normes suivantes :

EN 62841-1 et EN 62841-2-5

« Plusieurs facteurs peuvent influencer le
niveau de vibration effectif lors de I'utilisation,
comme I'état et I'orientation des surfaces
de travail et le type et I'état de la machine
utilisée. Avant chaque utilisation, vous devez
évaluer de tels facteurs et si possible, adopter
des pratiques professionnelles appropriées.
La gestion de ces facteurs peut aider a réduire
les effets des vibrations :

Manipulation

« Manipulez la machine avec soin
en lui laissant faire le travail.

« Evitez les efforts physiques excessifs sur
toutes les commandes de la machine.

« Prenez en considération votre sécurité et

votre stabilité ainsi que l'orientation de la
machine durant son utilisation.

Surface de travail

+ Prenez en compte la matiére de la surface de
travail, son état, sa densité, sa résistance,
sa rigidité et son orientation.

AVERTISSEMENT : L'émission de vibrations
durant l'utilisation effective de l'outil électrique
peut différer de la valeur totale déclarée en
fonction de la maniére dont l'outil est utilisé.

Il est nécessaire d'identifier les mesures de
sécurité a adopter et de protéger l'opérateur

en fonction d'une estimation de I'exposition
dans les conditions effectives d'utilisation (en
tenant compte de toutes les étapes du cycle
d'opération, par exemple lorsque l'outil est mis a
I'arrét, lorsqu'il tourne au ralenti,

en plus du déclenchement).

ETIQUETTES ET SYMBOLES
AVERTISSEMENT : N'utilisez pas cette
machine si les étiquettes d'avertissement
et/ou d'instructions sont manquantes ou
endommagées. Contactez Evolution
Power Tools pour le remplacement des
étiquettes.

Remarque : Tous les symboles suivants ou
certains d'entre eux peuvent apparaitre dans le
manuel ou sur le produit.

38



€VOLUTION'

Symbole Description

\Y Volts

A Ampeéres

Hz Hertz
Min'/TPM Vitesse

~ Courant alternatif

no Vitesse a vide

Portez des lunettes de sécurité

Portez des protections auditives

Portez des protections contre la
poussiére

Lire les instructions

Double isolation

Certification CE

AO®OO®

Illb us Certification ETL

Déchets d'équipements
électriques
et électroniques

|
2 2 Triman - Collecte et recyclage
s

des déchets

Avertissement

(RCM) Regulatory Compliance Mark

(marque de conformité légale)
pour les équipements électriques et
5490 electronlqu?s Nf)rme E.lustrallenne/
néo-zélandaise

USAGE PREVU'
POUR CET OUTIL ELECTRIQUE
AVERTISSEMENT : Ce produit est une scie
circulaire 8 commande manuelle congue
pour fonctionner avec des lames Evolution
spécifiques. Utilisez uniquement des accessoires
congus pour l'utilisation avec cette machine et/
ou ceux spécifiquement recommandés
par Evolution Power Tools Ltd.

Lorsqu'elle est équipée d'une lame appropriée,
cette machine peut étre utilisée pour découper :
de l'acier doux, de I'aluminium, du bois

Remarque : Couper de I'acier galvanisé peut
réduire la durée de vie de la lame.

USAGES PROSCRITS
POUR CET OUTIL ELECTRIQUE
AVERTISSEMENT : Ce produit est une scie
circulaire a commande manuelle et doit étre
utilisé uniquement en tant que tel. Il ne doit en
aucun cas étre modifié ou utilisé pour alimenter
tout autre appareil ou entrainer tout accessoire
autre que ceux mentionnés dans le présent
manuel d'instructions.

AVERTISSEMENT : Cette machine
n'est pas congue pour étre utilisée par des
personnes (y compris les enfants) dont les
capacités physiques, sensorielles ou mentales
sont réduites, ou dénuées d'expérience ou de
connaissances, sauf si elles ont pu bénéficier,
par l'intermédiaire d'une personne responsable
de leur sécurité et capable d'utiliser la machine
en sécurité, d'une surveillance ou d'instructions
préalables concernant l'utilisation de la machine.

Les enfants doivent étre surveillés pour garantir
qu'ils n'aient pas accés a cette machine et qu'ils
ne soient pas autorisés a jouer avec.

SECURITE ELECTRIQUE
Cette machine est équipée de la fiche moulée
et du cable électrique adéquats pour le marché
désigné. Si le cordon d'alimentation est
endommagé, il doit étre remplacé par un cordon
spécifique disponible auprés du fabricant ou de
son agent de maintenance.

UTILISATION EN EXTERIEUR
AVERTISSEMENT : Si vous utilisez cet outil
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en extérieur, ne l'exposez pas a la pluie et ne
I'utilisez pas dans des lieux humides pour assurer
votre protection. Ne placez pas l'outil sur des
surfaces humides. Utilisez un établi sec et propre,
si possible. Pour une protection supplémentaire,
utilisez un dispositif de courant différentiel
résiduel (DCR) qui interrompra I'alimentation si le
courant de fuite vers la terre excéde 30 mA pour
30 ms. Vérifiez toujours le bon fonctionnement
du dispositif différentiel résiduel (DCR) avant
d'utiliser la machine.

Si vous devez utiliser une rallonge, celle-ci doit
convenir a l'utilisation en extérieur et cette
mention doit figurer sur étiquette.

Les instructions du fabricant doivent étre
respectées lors de |'utilisation d’une rallonge.

1) CONSIGNES GENERALES DE
SECURITE
(Ces consignes générales de sécurité pour les
outils électriques sont telles que spécifiées dans
EN 62841-1:2015).

AVERTISSEMENT : Lisez tous les avertissements
de sécurité et les instructions. Le non-respect des
avertissements et des instructions peut causer
des électrocutions, des incendies et/ou des
blessures graves.

Conservez tous les avertissements de sécurité et
toutes les instructions pour future référence. Le
terme «outil électrique » dans les avertissements
fait référence aux outils électriques fonctionnant
sur secteur (avec fil) ou sur batterie (sans fil).

1) Avertissements généraux de sécurité
des outils électriques [sécurité de I'aire de
travail]

a) L'espace de travail doit étre propre et
suffisamment éclairé.

Les espaces sombres et encombrés sont propices
aux accidents.

b) Ne mettez pas en marche votre outil
électrique dans un environnement explosif, ou
en présence de liquide inflammable, de gaz ou
de poussiére. Les outils électriques produisent
des étincelles qui peuvent faire enflammer la
poussiére ou les vapeurs.

c) Tenez les enfants et les autres personnes
présentes éloignés lorsque vous utilisez un
outil électrique. Les distractions peuvent causer
une perte de contrdle.

2) Avertissements généraux de sécurité
des outils électriques [sécurité électrique]
a) Les fiches des outils électriques doivent
correspondre a la prise secteur utilisée. Ne
modifiez jamais la fiche, de quelque facon
que ce soit. N'utilisez jamais d’adaptateurs
de fiche avec des outils reliés a la terre. Les
fiches et prises non modifiées réduisent le risque
d'électrocution.

b) Evitez tout contact du corps avec des
surfaces reliées a la terre, telles que tuyaux,
radiateurs, cuisiniéres et réfrigérateurs. Le
risque d‘électrocution est accru si votre corps est
relié a la terre.

c) N'exposez pas les outils électriques ni a la
pluie ni a 'humidité. La pénétration d'eau dans
ces outils accroit le risque d‘électrocution.

d) Ne maltraitez pas le cordon d’alimentation.
N'utilisez jamais le cordon d’alimentation
pour transporter l'outil et ne débranchez
jamais I'appareil en tirant sur le cordon.
Gardez le cordon a I'écart de la chaleur, de
I'huile, d'objets tranchants et des piéces

en mouvement. Un cordon endommagé ou
emmélé accroit le risque de choc électrique.

e) Pour les travaux a I'extérieur, utilisez

un cordon spécialement congu a cet effet.
Lutilisation d'un cordon congu pour I'usage
extérieur réduit le risque d‘électrocution.

f) Si le fonctionnement de l'outil électrique
dans des endroits humides est inévitable,
utilisez une prise protégée par un dispositif
de courant différentiel résiduel (DCR).
L'utilisation d’un dispositif différentiel résiduel
réduit le risque de choc électrique.

3) Avertissements généraux de sécurité
des outils électriques [sécurité personnellel.
a) Restez attentif, prétez attention au travail
que vous étes en train d'effectuer et faites
preuve de bon sens lors de I'utilisation de tout
outil électrique. N'utilisez pas d'outil électrique
en état de fatigue ou sous l'influence de l'alcool,
de drogues ou de médicaments. Un moment
d'inattention pendant I'utilisation d'un outil
électrique peut entrainer des blessures graves.
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b) Utilisez un équipement de protection
individuel. Portez toujours une protection
oculaire. Des équipements de protection tels
que les masques anti-poussiére, les chaussures
de sécurité anti-dérapantes, les casques ou

les protections acoustiques utilisés dans les
conditions appropriées réduiront le risque

de blessures.

c) Prévenez les démarrages impromptus.
Assurez-vous que l'interrupteur est en position
d‘arrét avant de brancher l'outil a une prise
secteur et/ou un bloc-piles, de ramasser ou

de transporter l'outil. Le fait de porter un outil
électrique avec le doigt sur son interrupteur ou
de brancher un outil dont I'interrupteur est en
position de marche peut causer un accident.

d) Retirez les clés de réglage ou les clés a
écrous du boulon de lame avant de mettre
I'outil en marche. Un outil ou une clé laissé sur
une piéece rotative d’un outil électrique pourrait
causer de graves dommages corporels.

e) Ne travaillez pas hors de portée. Gardez un
bon appui et un bon équilibre a tout moment.
Ceci permettra de mieux contréler l'outil en cas
de situation imprévue.

f) Portez une tenue appropriée. Ne portez ni
vétements amples, ni bijoux. Gardez les cheveux,
les vétements et les gants a I'écart des piéces en
mouvement. Les vétements amples, les bijoux et
les cheveux longs peuvent se prendre dans les
piéces en mouvement.

g) Si les outils sont équipés de dispositifs

de dépoussiérage, assurez-vous qu'ils sont
connectés et correctement utilisés. Lusage de
ces dispositifs de collecte des poussiéres peut
réduire les dangers présentés par la poussiére.
h) Ne soyez pas trop sar de vous et n‘ignorez
pas les précautions de sécurité d’un outil

a cause de la familiarité acquise avec son
utilisation fréquente. Toute action imprudente
risque d’entrainer de graves blessures en une
fraction de seconde.

4) Avertissements généraux de sécurité
des outils électriques [utilisation et entretien
des outils électriques].

a) Ne forcez pas sur I'outil électrique. Utilisez
l'outil approprié pour le travail. Un outil approprié
exécutera le travail mieux et de fagon moins
dangereuse s'il est utilisé dans les limites prévues.
b) N'utilisez pas l'outil électrique si
l'interrupteur ne permet pas de le mettre en

marche ou de l'arréter. Un outil électrique

qui ne peut pas étre controlé par son
interrupteur est dangereux et doit étre réparé.

c) Débranchez l'outil de sa source électrique
avant d’effectuer des réglages, de changer les
accessoires ou de ranger l'outil. Ces mesures
de sécurité préventives réduisent les risques de
démarrage accidentel de l'outil.

d) Lorsque vous avez fini de vous en servir,
rangez les outils électriques hors de portée
des enfants et empéchez les personnes qui
ne connaissent pas l'outil électrique ou les
présentes instructions de I'utiliser. Les outils
électriques sont dangereux lorsqu'ils sont utilisés
par des personnes non initiées.

e) Entretenez les outils électriques. Vérifiez
I'alignement ou I'attache des piéces mobiles,

la rupture des piéces mobiles et toute autre
condition susceptible de nuire au bon
fonctionnement de I'outil électrique. En cas de
dommages, faites réparer l'outil avant de I'utiliser
de nouveau. Beaucoup d'accidents sont causés
par des outils électriques mal entretenus.

f) Gardez les outils de coupe bien affités

et propres. Des outils de coupe correctement
entretenus et dont les tranchants sont bien
affatés risquent moins de se bloquer et sont plus
faciles a controler.

g) Utilisez I'outil, les accessoires et les
embouts, etc., conformément a ces
instructions pour les applications pour
lesquelles ils sont congus, en tenant compte
des conditions et du type de travail a
exécuter. Lusage d'un outil électrique a d'autres
fins que celles prévues peut entrainer des
situations dangereuses.

h) Faites en sorte que les poignées et les
surfaces de prises soient toujours séches,
propres et dénuées d’huile ou de graisse. Des
poignées ou des surfaces de prises glissantes ne
permettent pas la manipulation et le contrdle
de l'outil en toute sécurité lors de situations
imprévues.

5) Avertissements généraux de sécurité
des outils électriques [réparation]
a) Les réparations doivent étre confiées a un
technicien qualifié, utilisant exclusivement
des pieces identiques a celles d’origine. Ceci
assurera le maintien de la sécurité de I'appareil.
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CONSEILS DE SANTE
AVERTISSEMENT : Lors de |'utilisation de cette
machine, des particules de poussiére peuvent
étre engendrées. Dans certains cas, en fonction
des matériaux avec lesquels vous travaillez, cette
poussiére peut se révéler particulierement néfaste.
Si vous suspectez que la peinture a la surface du
matériau que vous souhaitez couper contient du
plomb, demandez les conseils d'un professionnel.
Les peintures au plomb doivent étre retirées
uniquement par un professionnel. Vous ne devez
pas tenter de les retirer vous-méme.

Une fois que la poussiére s'est déposée sur les
surfaces, un contact entre la main et la bouche
peut donner lieu a l'ingestion de plomb.
Lexposition au plomb, méme en faible quantité,
est susceptible de provoquer des lésions
irréversibles du cerveau ou du systéme nerveux.
Les jeunes enfants et les enfants a naitre sont
particulierement vulnérables.

Il est conseillé de considérer les risques associés
aux matériaux avec lesquels vous travaillez et de
réduire les risques d'exposition.

Certains matériaux pouvant engendrer des

poussiéres potentiellement dangereuses pour

votre santé, nous vous conseillons d'utiliser un
masque agréé avec des filtres interchangeables
lors de I'utilisation de cette machine.

Vous devriez toujours :

« Travailler dans un endroit bien aéré.

« Travaillez en portant un équipement de
protection agréé tel que des masques anti-
poussiére spécialement congus pour filtrer les
particules microscopiques.

AVERTISSEMENT : lors de I'utilisation
de tout outil électrique, des corps étrangers
risquent d'étre projetés vers vos yeux, risquant
de les endommager gravement. Avant de
commencer a utiliser un outil électrique, portez
toujours des lunettes de protection munies
d'écrans latéraux ou un masque facial intégral si
nécessaire.

CONSIGNES DE SECURITE POUR TOUTES LES
SCIES [Procédures de coupes]

a) DANGER : N'approchez pas vos mains de

la zone de coupe ou de la lame. Gardez votre
seconde main sur la poignée auxiliaire, ou sur
le boitier moteur. Si vos deux mains tiennent la
scie, elles ne peuvent pas étre coupées par la lame.

b) Ne placez pas vos mains sous la piéce
usinée. Le carter ne peut pas vous protéger de la
lame sous la piéce usinée.

c) Adaptez la profondeur de la coupe a
I'épaisseur de la piéce usinée. Les dents de la
lame ne doivent pas entiérement dépasser sous
la piéce usinée.

d) Ne tenez jamais la piéce a usiner dans vos
mains ou entre vos jambes pendant la coupe.
Sécurisez la piéce a usiner avec un support
stable. Il estimportant de soutenir la piéce
correctement pour réduire les risques d'accident
corporel, de grippage de la lame ou de perte de
contrdle.

e) Tenez I'appareil électrique par les surfaces
de prises isolées lorsqu'il est susceptible
d'entrer en contact avec des cables cachés

ou son propre cordon d'alimentation.

Tout contact avec un cable « sous tension »
entrainerait une « mise sous tension » des parties
métalliques exposées de l'outil et I'électrocution
de l'opérateur.

f) Lors d'un sciage, utilisez toujours un guide
de refend ou longitudinal. Cela augmente la
précision de la coupe et réduit les risques de
grippage de la lame.

g) Utilisez toujours des lames aux bonnes
dimensions et de forme adaptée (en losange
contre circulaire) ou des alésages. Les lames
qui ne sont pas adaptées au systéme de
montage de la scie fonctionneront de maniére
excentrée ce qui engendrera une perte de
contrdle.

h) N'utilisez jamais de rondelles de lame

ou de boulons de lame endommagés ou
inadaptés. Les boulons et rondelles de lame
ont été spécialement congus pour votre scie

afin d'assurer des performances optimales et la
sécurité lors de son utilisation.

[Causes des effets de recul et comment
les éviter]
L'effet de recul se traduit par une réaction
soudaine a un coincement, un blocage ou un
mauvais alignement de la lame qui souléve
la scie et libere la lame de la piece a usiner en
direction de I'utilisateur ;

La lame peut se coincer ou se bloquer fermement
lorsque le trait de scie se resserre. Si cela se
produit, la lame cale et le moteur réagit en
repoussant rapidement l'appareil vers l'opérateur ;
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Sila lame se tord ou dérive de I'alignement de la
coupe, les dents situées sur le tranchant arriére
de la lame peuvent s'enfoncer dans la surface
supérieure du bois, éjectant ainsi la lame du trait
de scie vers 'opérateur.

L'effet de recul résulte d'une mauvaise
utilisation de la scie et/ou du non-respect des
procédures ou conditions d'utilisation et peut
étre évité en prenant les précautions adéquates
indiquées ci-dessous.

a) Tenez fermement la scie avec vos deux
mains et positionnez vos bras de fagon
arésister aux forces de l'effet de recul.
Placez-vous sur I'un des c6tés de la lame, mais
pas dans son alignement. Méme si I'effet de
recul peut entrainer I'éjection de la lame vers
l'arriére, il peut étre contrdlé par l'utilisateur si les
précautions adéquates sont prises.

b) Si les lames se grippent ou si l'interruption
de la coupe est nécessaire, quelle qu'en soit
la raison, relachez la gachette et maintenez la
scie immobile dans le matériau jusqu'a I'arrét
complet de la lame. Pour éviter tout effet de
recul, n'essayez jamais de retirer la scie de

la piéce, ni de la tirer en arriére lorsque les
lames sont encore en mouvement. Examinez
les lames et prenez les mesures correctives
nécessaires pour éviter tout grippage.

c) Lorsque vous redémarrez une scie dans une
piéce a usiner, placez lalame au centre du
trait de scie et vérifiez que les dents ne sont
pas engagées dans le matériau. Si la lame se
grippe, elle peut se soulever ou étre envoyée en
arriere lors du redémarrage de la scie.

d) N'utilisez pas de lames émoussées ou
endommageées. Les lames mal aff(itées ou

mal réglées créeront un trait de scie étroit qui
entrainera une friction excessive, un grippage de
la lame et un effet de recul.

e) Les leviers d'ajustement et de verrouillage
de biseau et la profondeur de la lame doivent
étre serrés et sécurisés avant de procéder a
une coupe. Un changement de réglage de la
lame durant la coupe peut entrainer un grippage
et un effet de recul.

f) Les leviers d'ajustement et de verrouillage
de la profondeur de la lame et du biseau
doivent étre serrés et sécurisés avant de
procéder a la coupe. Un changement de
réglage de la lame durant la coupe peut
entrainer le grippage et un effet de recul.

d) Redoublez de prudence lorsque vous
effectuez une « coupe en plongée » dans
des murs existants ou autres parties non
apparentes. La coupe d'objets due a une lame
en saillie peut provoquer un effet de recul.

FONCTIONNEMENT DU CARTER
INFERIEUR

a) Vérifiez que le carter inférieur se verrouille
correctement avant chaque utilisation. Ne
démarrez pas la scie si le carter inférieur

ne bouge pas librement et ne se ferme pas
instantanément. Ne maintenez et ne bloquez
jamais le carter inférieur en position ouverte.
En cas de chute accidentelle, le carter inférieur
peut se déformer. Relevez le carter inférieur avec
la poignée de rétractation, puis assurez-vous
gu'il bouge librement et qu'il ne touche pas la
lame ni aucune autre piece, quels que soient
I'angle et la profondeur de coupe.

b) Vérifiez le bon fonctionnement du ressort
du carter inférieur. Si le carter et le ressort ne
fonctionnent pas correctement, ils doivent
étre soumis a une opération d'entretien avant
toute utilisation. Des pieces endommagées,
des dépots gommeux ou une accumulation de
débris peuvent ralentir le fonctionnement du
carter inférieur.

c) Ne rétractez manuellement le carter
inférieur que pour réaliser des « coupes

en plongée » et des « coupes composées ».
Relevez le carter inférieur en rétractant

la poignée, puis relachez-le dés que la

lame entre dans le matériau. Pour tous les
autres types de coupes, le carter inférieur doit
fonctionner automatiquement.

k) Vérifiez toujours que le carter inférieur
couvre la lame avant de poser la scie sur

un banc ou au sol. Une lame non protégée

et continuant de tourner peut entrainer le
basculement de la scie en arriere qui coupera
tout sur son passage. Tenez compte du temps
d'arrét de la lame aprés le relachement de la
gachette.

CONSIGNES DE SECURITE
SUPPLEMENTAIRES

POUR LES SCIES CIRCULAIRES

a) N'utilisez pas de lames en acier a coupe
rapide (HSS).

b) Contrélez la machine et la lame

avant chaque utilisation. N'utilisez pas
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de lames déformées, fendues, usées ou
endommagées de quelque fagon que ce soit.
c) N'utilisez jamais la scie sans le systéme

de carter de protection d'origine. Ne
verrouillez pas le carter mobile en position
ouverte. Assurez-vous que le carter fonctionne
librement sans se bloquer.

d) N'utilisez que des lames correspondant aux
caractéristiques indiquées dans ce manuel.
Avant d'utiliser des accessoires, assurez-vous
toujours que le nombre maximal de tours par
minute autorisé d'un accessoire correspond a
celui de la machine.

e) N'utilisez aucune lame circulaire abrasive.
f) Utilisez uniquement des lames dont le
diameétre correspond

aux marquages.

AVERTISSEMENT : S'il manque des piéces,
n'utilisez pas la machine jusqu'a ce que les piéces
manquantes soient remplacées. Le non-respect
de cette regle pourrait provoquer des blessures
graves.

PRISE EN MAIN - DEBALLAGE
Attention : Cet emballage contient des objets
tranchants. Faites attention lors du déballage.
Retirez la machine et les accessoires fournis
de I'emballage. Vérifiez soigneusement que la
machine est en bonne condition et que vous
disposez de tous les accessoires listés dans ce
manuel. Assurez-vous que tous les accessoires
sont complets.

Sl manque une ou plusieurs pieces, renvoyez la
machine et ses accessoires dans leur emballage
d'origine au revendeur.

Ne jetez pas I'emballage. Conservez-le en bon
état tout au long de la période de garantie. Jetez
I'emballage d’'une maniére responsable pour
I'environnement. Recyclez si possible.

Ne laissez pas les enfants jouer avec des

sacs plastiques vides, en raison du risque de
suffocation.

Manuels d'instructions Evolution
Evolution Power Tools fournit un manuel
d'instructions avec chaque produit.

Chaque manuel spécifique est spécialement
congu et rédigé pour fournir des informations
accessibles et utiles quant a I'utilisation en
toute sécurité du produit, son entretien et les
précautions a prendre. Le référencement des
informations présentes dans le manuel permet a
l'opérateur d'exploiter pleinement le potentiel de
la machine en toute sécurité.

La politique de développement continu des
produits d’Evolution peut impliquer que, trés
occasionnellement, le contenu d'un manuel ne
reflete pas complétement les derniéres mises

a jour ou améliorations ayant été appliquées

a un produit en particulier. Les mises a jour

ou améliorations des caractéristiques d'un
produit peuvent survenir a la suite d'avancées
technologiques ou de changements du cadre
|égislatif du pays de destination, etc.

Si vous n'étes pas certains d'un quelconque
aspect de I'utilisation ou de I'entretien d'un
produit Evolution ou des précautions a prendre,
contactez I'assistance téléphonique Evolution
appropriée qui pourra vous fournir des
informations a jour et davantage de conseils.

44



€VOLUTION'

TATS-UNIS

WRENSoUPEWN=

PORT D'EJECTION DU MATERIAU DECOUPE 16.
LEVIER ACTIONNE PAR LE POUCE 17.
LAME TCT MULTI-MATERIAUX 18.
CARTER DE LAME INFERIEUR 19.

GUIDE PARALLELE

POIGNEE ERGONOMIQUE AVANT

BROSSES EN CARBONE

CLE HEXAGONALE 8 MM (CHANGEMENT DE LAME)
LEVIER DE BLOCAGE ET DE REGLAGE DE
PROFONDEUR

. GRADUATION DE PROFONDEUR

. POIGNEE ARRIERE

. CARTER DE LAME SUPERIEUR

. PLAQUE EN ACIER DE PRECISION
. LEVIER ACTIONNE PAR LE POUCE
. RAPPORTEUR

BOUTON DE BLOCAGE DE LARBRE

RACCORD DU PORT A POUSSIERES

FLASQUE INTERIEURE DE LA LAME 25/32 POUCES
FLASQUE INTERIEURE DE LA LAME 5/8 POUCES

45

PL

PT

RO




€VOLUTION'

ETATS-UNIS

R185

CCs

VW EONOWVAEWN =

11.

12.
13.
14.

PORT D'EJECTION DU MATERIAU DECOUPE 15. RAPPORTEUR
LEVIER ACTIONNE PAR LE POUCE 16. BOUTON DE BLOCAGE DE L'ARBRE
LAME TCT MULTI-MATERIAUX 17. VOYANT A LED
CARTER DE LAME INFERIEUR 18. RACCORD DU PORT A POUSSIERES
GUIDE PARALLELE 19. FLASQUE INTERIEURE DE LA LAME 25/32 POUCES
POIGNEE ERGONOMIQUE AVANT 20. FLASQUE INTERIEURE DE LA LAME 5/8 POUCES
BROSSES EN CARBONE
CLE HEXAGONALE 8 MM (CHANGEMENT DE LAME)
LEVIER DE BLOCAGE ET DE REGLAGE DE
PROFONDEUR
. GRADUATION DE PROFONDEUR

INTERRUPTEUR MARCHE/ARRET DE LA POIGNEE
ARRIERE

CARTER DE LAME SUPERIEUR

PLAQUE EN ACIER DE PRECISION

LEVIER ACTIONNE PAR LE POUCE DE REGLAGE DU
BISEAU
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NV A WN

PORT D'EJECTION DU MATERIAU
DECOUPE

LEVIER ACTIONNE PAR LE POUCE
LAME TCT MULTI-MATERIAUX
CARTER DE LAME INFERIEUR
GUIDE PARALLELE

POIGNEE ERGONOMIQUE AVANT
BROSSES EN CARBONE

CLE HEXAGONALE 5/16”
(CHANGEMENT DE LAME)
LEVIER DE BLOCAGE ET DE

REGLAGE DE PROFONDEUR

. GRADUATION DE PROFONDEUR
. INTERRUPTEUR MARCHE/ARRET

DE LA POIGNEE ARRIERE

. CARTER DE LAME SUPERIEUR
. PLAQUE EN ACIER DE PRECISION

COMPATIBLE AVEC LE GUIDE

. LEVIER ACTIONNE PAR LE POUCE
. RAPPORTEUR ARRIERE

. BOUTON DE BLOCAGE DE L'ARBRE
. VOYANTALED

18.
19.

20.
21.
22,
23.

24,
25.

RACCORD DU PORT A POUSSIERES
FLASQUE INTERIEURE DE LA LAME
25/32 POUCES

FLASQUE INTERIEURE DE LA LAME
5/8 POUCES

BOUTONS PIVOTANTS DE
REGLAGE DU GUIDE

VIS PAPILLON DU BISEAU ARRIERE
3x GUIDE 13-3/8”

4x BARRES DU RACCORD DU GUIDE
CLE HEXAGONALE 1/8”
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R185

0V ONOUVAEWN=

12
13.

PORT D'EJECTION DU MATERIAU DECOUPE
LEVIER ACTIONNE PAR LE POUCE

LAME TCT MULTI-MATERIAUX

CARTER DE LAME INFERIEUR

GUIDE PARALLELE

POIGNEE ERGONOMIQUE AVANT

BROSSES EN CARBONE

CLE HEXAGONALE 8 MM (CHANGEMENT DE LAME)
LEVIER DE BLOCAGE ET DE REGLAGE DE
PROFONDEUR

. GRADUATION DE PROFONDEUR
. INTERRUPTEUR MARCHE/ARRET

DE LA POIGNEE ARRIERE
CARTER DE LAME SUPERIEUR
PLAQUE EN ACIER DE PRECISION
COMPATIBLE AVEC LE GUIDE

14.
15.
16.
17.
. RACCORD DU PORT A POUSSIERES
19.
20.
21.
22.

LEVIER ACTIONNE PAR LE POUCE
RAPPORTEUR ARRIERE

BOUTON DE BLOCAGE DE L'ARBRE
VOYANT A LED

FLASQUE INTERIEURE DE LA LAME 25/32 POUCES
FLASQUE INTERIEURE DE LA LAME 5/8 POUCES
BOUTONS PIVOTANTS DE REGLAGE DU GUIDE
VIS PAPILLON DU BISEAU ARRIERE
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RU/UE/AUS

CCSL

V0NV A WN =

12.
. PLAQUE EN ACIER DE PRECISION
14.

PORT D'EJECTION DU MATERIAU DECOUPE

LEVIER ACTIONNE PAR LE POUCE

LAME TCT MULTI-MATERIAUX

CARTER DE LAME INFERIEUR

GUIDE PARALLELE

POIGNEE ERGONOMIQUE AVANT

BROSSES EN CARBONE

CLE HEXAGONALE 8 MM (CHANGEMENT DE LAME)
LEVIER DE BLOCAGE ET DE REGLAGE DE
PROFONDEUR

. GRADUATION DE PROFONDEUR
11.

POIGNEE ARRIERE COMPRENANT L'INTERRUPTEUR
DE SECURITE MARCHE/ARRET
CARTER DE LAME SUPERIEUR

LEVIER ACTIONNE PAR LE POUCE

15. RAPPORTEUR
16. BOUTON DE BLOCAGE DE UARBRE
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WENOUEWN=

12
13.
14.

PORT D'EJECTION DU MATERIAU DECOUPE
LEVIER ACTIONNE PAR LE POUCE

LAME TCT MULTI-MATERIAUX

CARTER DE LAME INFERIEUR

GUIDE PARALLELE

POIGNEE ERGONOMIQUE AVANT

BROSSES EN CARBONE

CLE HEXAGONALE 8 MM (CHANGEMENT DE LAME)
LEVIER DE BLOCAGE ET DE REGLAGE DE
PROFONDEUR

. GRADUATION DE PROFONDEUR
11.

POIGNEE ARRIERE COMPRENANT L'INTERRUPTEUR
DE SECURITE MARCHE/ARRET

CARTER DE LAME SUPERIEUR

PLAQUE EN ACIER DE PRECISION

LEVIER ACTIONNE PAR LE POUCE

15. RAPPORTEUR
16. BOUTON DE BLOCAGE DE L'ARBRE
17. RACCORD DU PORT A POUSSIERES
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WEe N EWN =

12.
13.

PORT D'EJECTION DU MATERIAU DECOUPE
LEVIER ACTIONNE PAR LE POUCE

LAME TCT MULTI-MATERIAUX

CARTER DE LAME INFERIEUR

GUIDE PARALLELE

POIGNEE ERGONOMIQUE AVANT

BROSSES EN CARBONE

CLE HEXAGONALE 8 MM (CHANGEMENT DE LAME)
LEVIER DE BLOCAGE ET DE REGLAGE DE
PROFONDEUR

. GRADUATION DE PROFONDEUR
. POIGNEE ARRIERE COMPRENANT L'INTERRUPTEUR

DE SECURITE MARCHE/ARRET

CARTER DE LAME SUPERIEUR

PLAQUE EN ACIER DE PRECISION COMPATIBLE AVEC
LE GUIDE

. LEVIER ACTIONNE PAR LE POUCE

. RAPPORTEUR ARRIERE

. BOUTON DE BLOCAGE DE LARBRE

. RACCORD DU PORT A POUSSIERES

. BOUTONS PIVOTANTS DE REGLAGE DU GUIDE
. VIS PAPILLON DU BISEAU ARRIERE

. 3x GUIDE 340 mm

. 4x BARRES DU RACCORD DU GUIDE

. CLE HEXAGONALE 3 mm
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R185

OV ONOU A WN =

12.
13.

PORT D'EJECTION DU MATERIAU DECOUPE 14. LEVIER ACTIONNE PAR LE POUCE

LEVIER ACTIONNE PAR LE POUCE 15. RAPPORTEUR ARRIERE

LAME TCT MULTI-MATERIAUX 16. BOUTON DE BLOCAGE DE L'ARBRE

CARTER DE LAME INFERIEUR 17. RACCORD DU PORT A POUSSIERES

GUIDE PARALLELE 18. BOUTONS PIVOTANTS DE REGLAGE DU GUIDE
POIGNEE ERGONOMIQUE AVANT 19. VIS PAPILLON DU BISEAU ARRIERE

BROSSES EN CARBONE

CLE HEXAGONALE 8 MM (CHANGEMENT DE LAME)
LEVIER DE BLOCAGE ET DE REGLAGE DE
PROFONDEUR

. GRADUATION DE PROFONDEUR
11.

POIGNEE ARRIERE COMPRENANT L'INTERRUPTEUR
DE SECURITE MARCHE/ARRET

CARTER DE LAME SUPERIEUR

PLAQUE EN ACIER DE PRECISION COMPATIBLE AVEC
LE GUIDE
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Raccord du porta
poussiéres UE

e

Raccord du port a

poussiéres US

Fig. 23

Fig. 30
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PREPARATION

AVERTISSEMENT : Débranchez toujours la
scie de I'alimentation électrique avant de faire des
réglages.

Remarque : Ces machines sont équipées d'un
cordon et d'une fiche dont I'utilisation est
approuvée dans le pays pour lequel ils sont prévus.
N’altérez pas le cordon d'alimentation et ne le
modifiez pas.

INSTALLATION/RETRAIT
D’UNE LAME

AVERTISSEMENT : N'utilisez que des lames
Evolution (ou des lames approuvées par Evolution
Power Tools) congues pour étre utilisées avec ces
machines. Assurez-vous que la vitesse maximale
de la lame est compatible avec la machine.

Cette opération doit étre réalisée uniquement
quand la machine est débranchée de sa source
d'alimentation.

Remarque : Nous recommandons a I'opérateur de
porter des gants de protection lors de l'installation
ou du changement de la lame.

+ Repérez la clé hexagonale de changement de
lame fournie qui se trouve dans le dispositif de
rangement embarqué (au méme endroit sur
toutes les machines). (Fig. 1)

« Placez la scie sur une surface plane et sare.

Remarque : En prenant les précautions
nécessaires, toutes les machines peuvent étre
posées en équilibre sur I'extrémité plate du
carter moteur (Fig. 2) afin de pouvoir accéder
facilement a la lame et aux fixations de la lame.
« Repérez le bouton de blocage de I'arbre de
la machine (au méme endroit sur toutes les
machines). Verrouillez I'arbre de la machine en
appuyant sur le bouton de blocage de l'arbre.
(Fig. 3).

Remarque : Le blocage de I'arbre sera facilité

par le pivotement de la lame a la main tout en

appuyant doucement sur le bouton de blocage

de l'arbre.

« Alaidedelaclé hexagonale, desserrez et
retirez la vis a téte creuse de I'arbre, les fixations

associées et la flasque d'entrainement extérieure
de lalame. (Fig. 4)

Remarque: La vis a téte creuse de 'arbre est
pourvue d'un filetage standard. Faites tourner la
vis dans le sens des aiguilles d'une montre pour la
serrer. Faites tourner la vis dans le sens inverse des
aiguilles d'une montre pour la desserrer.

+ Rangezlaflasque extérieure de lalame et les
fixations associées dans un lieu sdr.

« Faites pivoter le carter de lame inférieur dans le
carter de lame supérieur grace au levier manuel
a actionner avec le pouce. (Fig. 5)

+ Retirez soigneusement la lame (s'il y en a une)
de la machine.

+  Nettoyez méticuleusement les flasques
d’entrainement extérieures et intérieures de
la lame.

Remarque : Vous pouvez laisser la flasque
intérieure de la lame en place si vous le souhaitez,
mais vous devez la controler et la nettoyer
soigneusement. Si vous décidez de la retirer de la
machine, remettez-la dans la méme position en
suivant la méme orientation qu'avant son retrait.

+ Nettoyez méticuleusement la zone de 'alésage
de la lame (des deux cotés), a I'endroit ol les
flasques de la lame se touchent et bloquent
la lame.

« Installez la (nouvelle) lame.

« Assurez-vous que la direction des fléches de
rotation imprimées sur la lame correspond au
sens de rotation des fléches qui se trouvent
sur les carters inférieurs et supérieurs de la
machine. (Fig. 6)

+ Réinstallez la bride d'entrainement extérieure,
la vis a téte creuse de I'arbre et les fixations
associées.

Remarque : La flasque d’entrainement extérieure
est pourvue d'un alésage spécialement usiné
comportant deux « piéces plates » opposées. (Fig.
7a) Ces « piéces plates » senclenchent avec deux
«pieces plates » complémentaires présentes sur
I'arbre de la machine.

+ Réenclenchez le verrouillage de I'arbre et serrez
la vis a téte creuse de l'arbre a l'aide de la clé
hexagonale.

+ Relachez le bouton de blocage de I'arbre
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+ Rangez la clé hexagonale dans 'emplacement
qui lui est dédié.

« Vérifiez que le verrou de l'arbre a été
complétement desserré en faisant tourner
manuellement la lame.

« Vérifiez le bon fonctionnement du carter de
lame inférieur.

Remarque : Pour le marché nord-américain
uniquement, une flasque d'arbre bilatérale est
incluse pour I'utilisation de lames pourvues d'un
alésage de 1 pouce (Fig.7b) et de lames pourvues
d’un alésage de 5/8 pouce (Fig.7c).

GUIDE PARALLELE
Un guide paralléle (Fig. 8) pouvant se révéler
particuliérement utile lors d'une découpe
longitudinale est fourni avec toutes les machines
CCS. Le guide peut étre monté a l'avant de la
plaque en acier. Insérez le bras du guide dans
la fente rectangulaire située de chaque coté (a
I'avant) de la plaque en acier embouti et faites-le
glisser sous la vis de blocage et de réglage située
au centre. (Fig. 9)

Remarque : Le guide parallele peut étre monté de
chaque cété de la plaque en acier.

AVERTISSEMENT : Montez et réglez le guide
uniquement quand la machine est débranchée de
sa source d'alimentation.

Remarque : Le bras du guide paralléle doit passer
a travers toutes les fentes rectangulaires de la
plaque en acier.

AVERTISSEMENT : Il peut s'avérer dangereux
d'installer le guide paralléle et de tenter de l'utiliser
si le bras ne passe qu'a travers une (1) des fentes
rectangulaires usinées sur la plaque en acier.
Réglez le guide paralléle de sorte qu'il se trouve
ala distance requise de la lame et serrez la vis de
réglage. Vérifiez que le guide paralléle est paralléle
alalame de la scie.

REGLAGE DE LA PROFONDEUR DE
COUPE
Remarque : Toutes les machines CCS partagent
les mémes équipements de réglage de la

profondeur et utilisent la méme technique de base

pour régler la profondeur de la lame.

+ Desserrez le mécanisme de blocage et de
réglage de la profondeur en levant le levier de
fonctionnement. (Fig. 10)

+ Réglez/repositionnez la plaque en acier pour
sélectionner la profondeur de coupe souhaitée
(la distance a laquelle la lame avance dans la
plaque en acier).

Remarque : Vous trouverez une graduation
de profondeur sur le cadran de réglage de

la profondeur comportant un trait de repére
correspondant sur la zone adjacente du carter
de lame supérieur de la machine. (Fig. 11)
L'utilisation de ces fonctionnalités permet un
réglage plus rapide.

Remarque : Si la graduation de profondeur et

le trait de repére sont extrémement utiles car ils

permettent de régler rapidement la profondeur de

coupe, vous devez toujours les utiliser en tant que
guide pour le réglage souhaité.

Si vous avez besoin d'une profondeur de coupe

tres précise, le réglage de la lame doit étre effectué

et vérifié a 'aide d'une regle d'ingénieur de
précision (non fournie) ou d'un outil similaire et la
lame ajustée en conséquence.

« Dans la plupart des cas, la profondeur de coupe
doit étre réglée sur la valeur correspondant
a l'épaisseur du matériau a découper, plus
I'épaisseur de la moitié d'une dent de scie (du
bout de la dent jusqu’a sa racine). (Fig.12)

+ Serrez le mécanisme de blocage et de réglage
de la profondeur en abaissant le levier de
fonctionnement pour bien verrouiller la
machine dans la position souhaitée.

REGLAGE DE UANGLE
DE COUPE (BISEAU)
Toutes les machines CCSL et CCSX ont la capacité
d'incliner la lame jusqu’a 45° et toutes les
machines CCS ont la capacité d'incliner la lame
jusqu’a 60° a gauche. Il est donc possible de
réaliser des coupes en biseau.

Remarque : La lame est en position verticale
lorsque le rapporteur indique 0°.
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Remarque : Un rapporteur (0°- 45° ou 0°- 60°)

estinclus sur le cadran de blocage du biseau

situé a I'avant de la plaque en acier. Cet outil sert

a régler rapidement I'angle du biseau mais doit

uniquement servir de guide.

Si vous avez besoin d'un angle de biseau tres

précis, le réglage de la lame doit étre effectué et

vérifié a I'aide d'un calibre d’angle Vernier (non
fourni) et la lame ajustée en conséquence.

« Desserrez le mécanisme de blocage du biseau
situé a I'avant de la machine en soulevant le
levier. (Fig. 13)

« Inclinez la lame selon I'angle souhaité, comme
indiqué sur le rapporteur du cadran. (Fig. 14)

« Serrez bien le mécanisme de blocage du biseau
apres avoir atteint I'angle du biseau souhaité en
abaissant le levier.

CONSEILS D'UTILISATION
(VERIFICATIONS AVANT UTILISATION)
Remarque : Comme tous les cadres d'utilisation
sont uniques et divers, Evolution Power Tools
propose les conseils généraux suivants concernant
les procédures et pratiques d'utilisation en toute
sécurité a I'attention de I'utilisateur.

Ces conseils ne peuvent se révéler exhaustifs
car Evolution ne peut contrdler le type d'atelier
ou d'environnement de travail dans lequel ces
machines peuvent étre utilisées.

Nous incitons I'utilisateur a demander conseil

a une autorité compétente ou au superviseur
d‘atelier s'il n'est pas str d’un quelconque aspect
lié a I'utilisation de ces machines.

Il est important de réaliser des vérifications de
sécurité de routine (a chaque utilisation) avant que
I'utilisateur n'utilise la machine.

AVERTISSEMENT : Ces vérifications de sécurité
avant utilisation doivent étre effectuées lorsque la
machine est débranchée de la prise électrique.

« Vérifiez que tous les carters de sécurité
fonctionnent correctement et que toutes les
poignées/vis de réglage sont bien serrées.

« Vérifiez que la lame est bien fixée et
correctement installée. Assurez-vous également
d‘avoir choisi une lame de scie adaptée au

matériau a découper.

«  Vérifiez état du cordon d'alimentation.

« Sipossible, fixez la piece a usiner a I'aide d'une
pince sur une structure de soutien rigide comme
un établi, des tréteaux ou une surface similaire.

« L'opérateur doit toujours étre conscient de
la position et de I'acheminement du cable
d‘alimentation.

EPI

«+ Lopérateur doit porter tous les EPI
(équipements de protection individuels)
adéquats et nécessaires a la réalisation de la
tache prévue.
Cela peut comprendre des lunettes de sécurité,
un masque facial intégral, un masque a
poussiére, des chaussures de sécurité, etc.

Remarque : Toutes les machines de série CCS sont
équipées d'un projecteur de débris sur la ligne

de coupe. Ce dispositif dirige I'air d'un ventilateur
alimenté par le moteur en direction de la zone

située a l'avant de la lame pour que la ligne de

coupe soit relativement dénuée de débris. Cet
équipement permet a l'opérateur de mieux voir et
suivre la progression de la lame de la scie le long de la

découpe et aux lignes de marquage de rester visibles.

AVERTISSEMENT : Toute poussiere générée
présente un risque potentiel pour la santé.
Certains matériaux peuvent se révéler
particulierement dangereux et l'opérateur doit
toujours porter un masque anti-poussiére adapté
au matériau usiné. Recherchez I'avis et I'aide d'un
professionnel si 'opérateur doute de la toxicité
potentielle du matériau a découper.

AVERTISSEMENT : N'utilisez jamais ces machines
pour découper de I'amiante ou tout matériau
contenant de I'amiante ou suspecté d'en contenir.

Consultez et informez les autorités compétentes
et demandez davantage de conseils si vous
suspectez une contamination a I'amiante.

INTERRUPTEUR A GACHETTE
MARCHE/ARRET
Remarque : Toutes les machines destinées aux
marchés européens et australiens sont équipées
d’un interrupteur a gachette de « démarrage
de sécurité » afin de renforcer la sécurité de
l'opérateur. (Fig.15)
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Pour démarrer le moteur :

«+Avec votre pouce, appuyez sur le bouton
de verrouillage de sécurité situé a coté de la
poignée.

« Relachez l'interrupteur a gachette.

Pour arréter le moteur :
« Relachez l'interrupteur a gachette.

AVERTISSEMENT : Ne démarrez jamais le moteur
si lalame de la scie est en contact direct avec
nimporte quelle surface de la piéce a usiner.

Remarque : Les machines destinées au marché
nord-américain sont équipées d'un interrupteur
a gachette MARCHE/ARRET qui ne comprend
pas d'interrupteur a gachette de « démarrage de
sécurité »,

AVERTISSEMENT : Si la scie est en marche (le
voyant LED en position « ON »), évitez de démarrer
le moteur accidentellement en la soulevant

d’un établi ou d’'une surface similaire. Le fait de
relacher accidentellement l'interrupteur a gachette
MARCHE/ARRET (situé dans la poignée principale)
en soulevant la machine en veille démarrera le
moteur.

GUIDES DE DECOUPE

Les machines Evolution de la gamme CCSX
(consultez la page des caractéristiques pour
les modéles concernés) ont été congues et
équipées de maniére a étre compatibles avec
les guides de découpe.

Remarque : Toute scie circulaire pouvant étre
utilisée avec un guide de découpe disposera d'un
profilé le long de la surface inférieure de la plaque
en acier (Fig. 16)

Les machines Evolution équipées d'un tel profilé
peuvent étre fixées et utilisées avec la plupart des
guides de découpe actuellement disponibles.

Remarque : Consultez la documentation fournie
avec le guide par son fabricant. La documentation
fournie décrira normalement les instructions de
montage du guide ainsi que les informations
concernant les bonnes pratiques de travail
devant étre respectées lors de I'utilisation d’un tel
équipement.

Il est possible d'utiliser des guides de découpe

lorsque:

« Lutilisation d'une scie circulaire ou a trongonner
risque de poser des problémes de santé et
de sécurité ou d'autres problémes pratiques
dans I'environnement de travail. Par exemple,
lors d'un travail sur un site de construction
nécessitant un contréle extrémement
rapproché et précis, (travail sur un toit ou une
plateforme d'échafaudage, etc.), I'utilisation
d’un guide de découpe peut élargir les
possibilités d'opération de I'utilisateur de
maniere slire.

+ Il est nécessaire de réaliser des découpes
précises en long ou en large sur de grandes
piéces a usiner. Par exemple sur des cadres,
portes, grandes planches ou panneaux muraux,
etc,, un guide de découpe peut potentiellement
éliminer la nécessité d'utiliser une scie circulaire
«amain levée ».

Remarque : Les machines Evolution compatibles
avec les guides de découpe sont équipées de deux
(2) cames qui passent dans le profilé de la plaque
en acier (une a chaque extrémité).

Les « boutons pivotants » (Fig. 17) permettent a
I'utilisateur de faire pivoter ces cames.

Le réglage de ces cames réduira légerement la
largeur effective du profilé de la plaque en acier.
Cette opération peut se révéler nécessaire pour
s'adapter a aux infimes variations de la largeur du
rail pouvant survenir lors de I'extrusion du guide.
Les largeurs des rails des guides produits par
différents fabricants peuvent également varier
légerement.

Remarque : L'utilisateur doit régler ces cames de
sorte que, lorsque la machine est correctement
placée sur un guide, elle puisse facilement et
doucement étre déplacée vers I'avant ou vers
I'arriere sans aucun mouvement latéral (jeu)
détectable.
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GUIDES DE DECOUPE EVOLUTION
Certaines machines Evolution (selon le modéle et
le marché de destination) sont fournies avec un
guide de découpe.

Remarque : Les clients peuvent acheter les
guides de découpe Evolution en option a I'achat.
Contactez votre fournisseur ou Evolution Power
Tools pour en savoir plus.

LE GUIDE

Le systéme de guide Evolution est composé de
deux (2) ou trois (3) sections en alliage extrudé de
précision.

(Fig. 18) Ces sections doivent étre assemblées a
I'aide des barres d'assemblage fournies. (Fig. 19)

Assemblage des sections (Fig. 19) :

« Faites glisser les barres dans les fentes en «T »
situées sur la surface inférieure des extrusions.

«  Vérifiez que les barres sont insérées a la méme
longueur (environ) dans chacune des sections
aassembler.

« Serrez les vis a téte creuse pour fixer les sections
les unes aux autres.

Remarque: Il estimportant de laisser un petit
espace de 1 a2 mm entre les sections assemblées.
Grace a cela, lorsqu'une scie circulaire est placée
et utilisée avec un guide de découpe transversale
Evolution, elle glissera facilement tout le long du
guide.

INTEGRATION DE LA SCIE SUR LE
GUIDE

Remarque : Les consignes suivantes s'appliquent
aux scies circulaires et au guide de découpe
Evolution. Consultez les informations fournies par
les fabricants de la scie et/ou du guide de découpe
s'il est nécessaire d'utiliser une scie circulaire ou un
guide de découpe ne provenant pas d’Evolution.

Avant la premiére utilisation du guide de
découpe Evolution, la bande pare-éclats
(Fig. 21) doit correspondre a la scie et a la lame.

Correspondance de la scie et du guide :

+ Assemblez complétement le guide de découpe.

« Référez-vous a la rubrique intitulée
«positionnement et fixation du guide ». Fixez
le guide sur une piéce adaptée composée d'un
matériau inutilisé ou d'une chute.

+ Réglezlalame de la scie a une profondeur
adaptée a la piéce a usiner inutilisée choisie.

«  Vérifiez que rien n'obstrue la trajectoire de la lame.

« Référez-vous a la rubrique intitulée
« positionnement et fixation du guide ». Placez
correctement la scie circulaire sur le guide.

« Démarrez le moteur et attendez qu'il atteigne
sa vitesse maximale.

« Poussez doucement et réguliérement la scie
circulaire tout le long du guide jusqu’a ce
que la lame ait coupé l'intégralité de la bande
pare-éclats.

Remarque : Cette étape liera une scie spécifique a
un guide spécifique.

S'il est nécessaire d'utiliser une scie différente sur
un guide ainsi préparé, la bande pare-éclats risque
de ne pas offrir le méme niveau de protection que
si elle avait été utilisée avec la scie ayant servia sa
configuration.

Note: Remarque : La bande pare-éclats doit étre
considérée comme une piéce consommable.
Avec le temps, elle s'usera et s'abrasera, et vo